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Regarding this software

Normal Operation

Please connect personal computer to the embroidery machine to meet the following requirements.

Applicable PC
IBM PC/AT Compatible

Useable OS

Windows XP Home Edition
Windows Vista
Windows 7
Windows 8
NOTE:
Only these versions of the Operating System are supported.

CPU

Pentium2 or more with processor speed greater than 400MHz

Memory

More than 32MB (recommend more than 64MB)

Hard disk

Over 10MB of space available

Screen Resolution

800x600(over 256 colors)

A Mouse is necessary
Floppy Disk and CD-ROM drive are required

Serial (RS232C) or USB port



Network connection

Wire connection

Recommends for wire connection
Switching HUB -------------m---
Cable
PC (Personal computer) ------
Embroidery machine -----------

10BASE-T switching HUB (connector: RJ-45)
10BASE-T straight cable (connector: RJ-45)
10BASE-T with LAN port (connector: RJ-45)

Model HCS (Later version than Ver.3.04), HCS color LCD, HCD and HCR

NOTE:

You can connect PC with a machine with cross cable and without HUB if you connect PC with only
one machine.

However straight cable can be also used if your PC has LAN port which has automatic cable
identification function.

Connection image
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Note:

1. Please turn off the power of the embroidery machine when you connect equipment.
2. Use Switching HUB (Repeater HUB is not available).

3. If you have not LAN port in PC, Increase LAN boards on your market.



Wireless connection

Recommends for wireless connection
PC(Personal computer)----------- 10BASE-T with LAN port (connector: RJ-45)
Embroidery machine--------------- Model HCS (Later version than Ver.3.04), HCD and HCR
Wireless LAN device----------------- Example Model: GW-AP54SP-P (PLANEX COMMUNICATIONS INC.)

The connection of wireless LAN was confirmed with this model.

GW-AP54SP-P (PLANEX COMMUNICATIONS INC. http://www.planex.com.tw/)
WLB5254AP (STD Information Technology.

http://www.globalzio.com/)
More detail, please ask to the manufacturer if you want to have this product in your country.

Note: Otherwise, please select the wireless LAN device by following points.
1) Please select same maker the device for PC and Machine side
2) Please select the device to LAN convert type from wire connection to wireless.
3) Select or setting to “Access point” for PC side, “Client infrastructure” for Machine side

Connecting image
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PC side GW-AP54SP-P setting GW-AP54SP-P B L
Wireless Mode
=AP(Access Point)
Machine side GW-AP54SP-P setting
Wireless Mode
=Client (Client infrastructure)
Note:

1. Please turn off the power of the embroidery machine when you connect equipment.
2. Use Switching HUB (Repeater HUB is not available).

3. If you have not LAN port in PC, Increase LAN boards on your market.
4. If asked of exceptional approval of Firewall setting in SP2 of Windows XP, please set HAPPY



How to set up

Note: In order to use this software, you need to have a basic knowledge of Windows.

Bas

ic mouse operations Left button Right button

Click : Press and release the left button one time quickly.
Double click : Press and release the left button twice quickly.

Drag

: Move the mouse while the left button is pressed and release the left button.

Right click : Press and release the right button one time quickly.

How to install in PC

Note: Install in the Administrator if you use Windows XP.
Install this software after uninstall, if you have already installed Happy LAN software.

1. Insert the CD in the CD-ROM drive. [Install menu] is automatically displayed. (This process takes a few
moments.) Click on “HAPPY LAN install”.

@ & HAPPY Link ‘ ‘ HAPPY LAN
install Ver.A3.13 8 Install Ver.A1.14

_for USB usar

Vista Win.7 Win.8(648it)
i 7US~B_ Dn'ver(rzstall :

If there is angther program running in the PC; R Close
exjt all programs that are running.
) L

2. You are to remove an old version.
Click on Continue when an old version isn't being installed, and the installation of "HAPPY LAN" is

started Until a CD starts, it may take several second.

Note,
Insta this software after uninstal,
if you have already installed HAPPY Link software

In the case of Windaws XF or 2000
You miust have Administrator privieges to comectly instal the
HAPPY Link.

S Instakiabion ver & Continued 2]

Cancel I

3. [Setup] normally, is automatically displayed, and the HAPPY Link setup prepares the Install Shield
wizard that controls the setup. (This process takes a few moments)

HaPFY LaM 4101 Setup iz preparing the InztallS hield(r)

@ iizard which will guide you through the rest of the
= zetup procesz. Pleaze wait,

100 %5




4. [Welcome] scene is displayed. Please click on [Next].

5. Please click on [Next].

Welcome

X

‘welcome to the HAPPY LAN A101 Setup program. This program
will install HAPFY LAN &107 on your computer.

Itis strongly recommended that you exit all 'Windows programs
before running thiz Setup program.

Click Cancel to quit Setup and then close any pragrams you have
unning, Click Mest to continue with the Setup program.

WARMNING: This program iz protected by copyright law and
international treaties.

Unauthorized reproduction or distribution of this program, or any
portion of it, may result in severe civil and criminal penalties, and
will be prosecuted to the maximum extent possible under |law.

Cancel

Note:

5-1. If there is another program running in the PC, please click on [Cancel] to exit [Set up].
Please select [Exit Setup].

Exit Setup %]
Setup iz not complete. 1f you quit the Setup program now, the
program will not be installed.

You may run the Setup progran at a later time to complete the
installation.
To continue inztalling the program, click Resume. To quit the
Setup program, click Exit Setup.

Exit Setup |

5-2. Then, exit all programs that are running.
5-3. Take out the CD-ROM, and start from the beginning set up again.

6. Please input information on user. Please click on [Next] after inputting.

n e |
User Information |ﬁ|

Type your name below. You must alzo type the name of the
company you wark. far.

Mame: IemH

Company: |happp

IristalShizld

< ﬁac(lﬂexlﬁl Cancel

~—,——




7. Please click on [Next]. (Designating a directory to install Happy Link.)

Setup will ingtall HAPPY L&N 4101 in the following directary.
Toinstall to this directary, click Next.

Tainstall to a different directary, click Browse and select another
directary.

“Y'ou can choose not to install HAPPY LAN A101 by clicking
Cancel to exit Setup.

Destination Directory

C:\Program Files\HAPPY S HAPFY LaN Browse...
> Cancel

(If you wish to alter the location of the installation, please click on [Browse].)

8. Please click on [Next]. (Designating folder to use.)

Program Folder

Setup will add program icons to the Program Folder listed below
‘Y'ou may type a new folder name, ar select one from the existing
Falders list. Click Mest to continue.

Program Falders:

Administrative Tools
Compucon Programs
CorelDRAW Graphics Sute 12
DRAWIngs 2

“wings Systems

IristalShizld

—
< ﬁac(lﬂexl > ) Cancel

N o

9. Please click on [Next]. The machine will start to copy files.

Setup has enough information to start copying the program files.
If you want ko review or change any settings, click Back. |f you
are satisfied with the zettings, click Mext to begin copying files.

Current Settings:

Setup Type:
Complete

Target Falder
C:AProgram Files\HAPPY S HAPFYLink

User Information
Name: emb
Company: happy

IristalShizld

! Cancel |

10. Decompression is being done.

Decompressing Files In CAProgram Files\HAPP Y WHAPPLink.
linkhelp.hlp

Cancel




11. A Folder with [HAPPY LAN] will be opened. Please click on the "X" at the right upper of the window to
close it.

= HAPPY

Fibe and Folder Tasks 2 Fartos
D) Mt 2 rew foider
@ Pubioh thes Fekder to the

Web

S Share the fokder

Note

It is OK to reverse the turn to close, though a turn of 10th and 11th clause may reverse by
PC.

12. Setup has been completed. Please click on [Finish].

Setup Complete

Setup has finished copying files to your computer.
Setup will now launch the program. Select your option below.

Click Finish to complete Setup.

InstallShield

e
o (Crmn ]

13. [Install menu] is displayed again.
Please click on [Close].

@ @ HAPPY Link | @a = HAPPYLAN
[ Install Ver.A3.13 } 8 Install Ver.A1.14

Vista Win.7 Win.8(648it)
US8 Daverinstal

If there is angther program running in the PC;
exit all programs that are running

} I

Close

14. After you have finished the installation, please take out the CD-ROM.



How to uninstall

1. Please click on in order: [Start]-[Settings]-[Control panel].

Internet
Internet Explorer

e
=
@
“ M3 Explorer
Windows Media Flayer
Aa Windows Messenger
'@ Tour Windows XP

All Programs D

E-mail
Outlook Express

Set Program Access and
Defaults

'ﬁ My Pictures
'ﬁ My Music

- control Panel

@) Help and Support
p Search

ERun...

@| Log Off |6| Turn OFF Computer

2. Please click on [Add or Remove Programs] in the control panel.

B Control Panel

File  Edit

Q Back

View  Favorites

ﬂ" Control Panel

@ Switch to Classic Yiew

See Also

& Windows Update

@) Help and Support

Cther Contral Panel
Options

Tools

Help

Q Ij pSearch [1_:1 Folders E‘

Pick a category

‘I_,__.
'fﬁl Appearance and Themes
-

g Printers and Other Hardware

-

-
- .
Network and Internet Connections we User Accounts

Date, Time, Language, and Regional

Add or Remoye Programs 5
Options

- \ ‘:j} Sounds, Speech, and Audio Devices Accessibility Options

— o' Performance and Maintenance

3. Please select HappyLAN from program list now installed, then click on [add / Remove].

Change ar
Remaove
Programs

Add Mew
Programs

=

Add/Remove
Windows
Cormnponents

Currently installed programs:

To change this program or re

= HAPPYLink A301

& it from your computer,

~|
=

10

Change/Remove




4. A message to confirm your desire to uninstall the software is shown. Click on [Yes].

Confirm File Deletion

\ ? ) Are wou sure vou wank to completely remove the selecked application and all of its components?

unlnztalls hield will rerove the software HAPPY Link 42,02
from wour computer. Please wait while each of the following
components is removed...

Shared program files...

Standard program files...

Folder items...

Frogram folders...

Program directories. ..

T O T Y

Program registry entries. ..

Uninztall successfully completed.

Note:
If you are asked to delete common files, please select [All no].

11



Setup

Note: Happylink LAN is a software designed to be used at LAN (Local Area Network) connection between
the software installed PC(server) and the software-enabled embroidery machine(s).

If this network is connected with other network, you might not be able to communicate due to the
overlapping of IP address and other code.

If PC or machine that is connected with other network has to be inevitably connected with Happy link
LAN, you might change network settings as specified in this manual.

In this case, the settings are required by your network administrator or person(s) of network knowledge.

Following 3 items are to be set up in advance.

1. Setting of embroidery machine
Set MAC address and IP address of the embroidery machine.
Confirm if each default value of Port number, Server IP address and Subnet mask is not changed.

2. Setting of PC
Input IP address and Subnet mask. Validate LMHOSTS. Invalidate NetBIOS.

3. Setting of HAPPY link LAN
Register the embroidery machine (IP address of the embroidery machine, name of the embroidery
machine and IP address of PC).

Confirm if each default value of Port number and Server IP address is not changed.

Setup of the embroidery machine
Set Machine IP and MAC address.

1. Press [MENU] button to display the menu.
2. Select [OTHER] and select [NETWORK] in the [OTHER].

3. Confirm if values for each item should be set as default.
Set default for 15t machine.

Default settings

Port number 7891

Machine IP address 192 168 1 10
MAC address 48 50 59 53 48 43
Server IP address 192 168 1 1
Subnet mask 255 255 255 0

If values for each item are not default, set them to default.

12




4. If you have 2 or more machines, add one to the number enclosed in boxes on the right corner of
Machine IP address and MAC address like the examples shown below.
Leave other numbers as it is and do not make any change.

Settings for 2" and more machines:

Machine IP address
MAC address

Machine IP address : Add one to default value “10” such as “11” for 2" machine and “12” for 3"
machine.
Machine IP address is a Decimal number.
Machine IP address is shown by incrementing the number by one as follows.
10, 11, 12, 13, 14, 15, 16, 17, 18, 20, 21, 22, 23, 24, 25, 26, 27 ~

MAC address : Increment the default value “43” by one such as “44” for 2" machine and “45” for
3" machine.
MAC address is a Hexadecimal number.
MAC address is shown by incrementing the number by one as follows.
43,44, 45, 46, 47, 48, 49, 4A, 4B, 4C, 4D, 4E, 4F, 50, 51, 52, 53 ~

5. Return to the Operation screen and reboot the machine so that settings are effective

oncesettingsare complete.

Note: Valid Machine IP address range is: “0 — 255” and valid MAC address range is “00 — FF” for MAC
address. We suggest you to use the default value for 1% machine and increment the value for 2"
and more machines by one.

Make sure Machine IP address and MAC address of each embroidery machine do not overlap each
other. If such overlapping occurs, communication will be unavailable.

Examples
1st machine (Default settings)

Machine IP address 10
MAC address 43

13



2nd machine

Machine IP address
MAC address

3rd machine

Machine IP address
MAC address

4th machine

Machine IP address
MAC address

5th machine

Machine IP address
MAC address

6th machine

Machine IP address
MAC address

11

12

13

14

15

44

45

46

47

48

14



Setup of PC (Personal Computer)

Set protocol TIC/IP for communication.

For Windows Vista, Windows 7, Windows 8 users

Open the control panel.

[ Pictures
Awira AntiVir Control Center

Music

Calculator

Games

Sticky Motes

Computer
H Happy LAN
: Control Panel
*{9 Remote Desktop Connection
Devices and Printers

"‘—Q‘&n Snipping Tool
Default Programs

P
(2o Paint

Help and Support

» Al Programs

Search programs and files

FIM Shutdown | v |

Click "View network status and tasks".

@ b Control Panel »

Adjust your computer's settings

iy  System and Security L

L B Review your computer's status ' ®

¥ Back up your computer "f

Find and fix problems

_ ¢

. Network and Internet w c

a! Connect to the Internet C

..@gﬂsatus and tasks > 2
Choose T ang snaring options

- oF P

15



Control Panel Home @

View your basic network information and set up connections

 Change adapter settiD ﬂk" & x gu See full map

Ch dvanced shari
5 Et;:g‘:a Koyl - DEVELOPERS-PC Unidentified netwerk Internet

(This computer)

I Wiew your active networks Connect or disconnect

Click "Manage network connections"(Vista), “Change adapter settings”(Win.7 Win.8).

IIJ-*‘I
Kol £ > conrolPendl ) Networkandintemet )~ [ &

Grganize -

! @I Area CDHH@

@2 VIA Rhine ]I Compatible Fast Ethe...

Click "Local Area Connection Properties", and open the Properties for Local Area Connection.

Clear the check boxes for “Client for Microsoft Networks” and “File and Printer Sharing for Microsoft
Networks”.

F ™
@ Local Area Cennection 2 Properties M

Metworking | Sharing

Connect using:
_ Q Realtele RTLE135/810x Family Fast Ethemet MIC
This connection uses the following tems:

< | ™ Client for Microsaft Networks >
Virtual PC Metwonk Fler Dnver

File and Printer Sharing for Microsoft Networls
i Imtemet Protocal Version
Imtemet Protocol Version 4 (TCP/1Pvd)

<. Link-Layer Topology Discovery Mapper /0 Driver
& Link-Layer Topology Discovery Responder

Install... ] Ininstall Properties

Description

Transmission Control ProtocolIntemet Protocol. The default
wide area network protocal that provides communication
across diverse interconnected networks.

OK || Cancel

15a



Setup of IP address

Open the Properties of TCP/IP and proceed with setting as following.

IP address 192 168 1 1
Subnet mask 255 255 255 0
rIntv.=.rnv.=_-t Protocol Version 4 (TCP/IPv4) Properties l ? -&-—r

General

You can get IP settings assigned automatically it your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(") Obtain an IP address automatically

/aug‘-t TG 1P address:

IP address: 192 . 163 .

N\

=

Subnet mask: 255 . 295 .255 . O

v,

Default gatewar

Obtain DMS server address automatically
(@) Use the following DMNS server addresses:

Preferred DNS server:

Alternate DNS server:

[] validate settings upon exit

@

I CK ][ Cancel ]

Then, click “Advanced TCP/IP Settings” and open the tab of “WINS”. Follow the procedures as below for
setting.

Check the box of “Enable LMHOSTS lookup”.
Check the box of “Disable NetBIOS overTCP/IP”.

Advanced TCP/IP Settings @ﬁ

IP Settings | DNS | WINS

WINS addresses, in order of use:

el
i

(=]
m

Edit kil

If LMHOSTS lookup is enabled, it applies to all connections for which
TCP/IP is enabled.

[ Enable LMHOSTS lookup Import LMHOSTS...

MetBIOS setting

() Default:

|Jse MNetBIOS setting from the DHCP server, If static IP address
is used ar the DHCP server does not provide MetBIOS setting,
enable MetBIOS over TCR/IFP,

(") Enable NetBIOS over TCP/IP
(@) Disable NetBIOS over TCP/IP

I OK I [ Cancel

15b



For Windows XP users

Open the control panel.

e Set Program Access and
Defaulks

M3k Explorer <

_ Windows Media Playver @ Help and Support

“O4

windows Messenger p Search

I Tour Windows =P

®
L

Windows Mavie Maker

&

All Programs b

@l Log OFF |E| Turn OFF Camputer

14 Start

Click "Network and Internet connections".
The screen displayed below shows the example of “Category View”.
If the “Classic View” screen is shown, go to the next step for “Network Connections”.

File  Edit  ‘Wiew Faworites  Tools  Help

Q Bark. 0 L% p Search Ej:j Folders v

A

ﬂ_,. Control Panel & Pick a category

Bv Switch bo Classic View

See Also

‘ Windows Update
()] Help and Suppart

\ Add or Remove Programs

Click "Network connections".

or pick a Control Panel icon

Internet Options [ ™ Nebwork Connections '

¢ MNetwork Setup Wizard | = Windows Firewall

" wireless Network Setup Wizard
'*.

15¢



‘.‘E. MNetwork Connections

File

Edit  Wiew Favorites Tools Advanced Help

@Eack - J l.ﬁ pSearch H:‘ Folders v

LAN or High-Speed Internet
Metwork Tasks

Create a new conneckion

@ Set up a home or small Local Area
affice network

q Disahle this netwark device

Conneckion

Click "Local Area Connection Properties", and open the Properties for Local Area Connection.

Clear the check boxes for “Client for Microsoft Networks” and “File and Printer Sharing for Microsoft
Networks”.

-+ Local Area Connection Properties

General | duthentication | Advanced |

Connect ugsing:

ES 5i5 900-B azed PCI Fast Ethernet Adapter

= Client for Microzoft Metwarks T
] Q. File and Printer Sharing for Microzoft Metworks ="
QE!DS Packet Scheduler

5= Internet Pratocol [TCR/IF

Thiz connection uzes the following items:

[ [nztall... ] [ Uningtall ] [ Properties

Description

Alloves wour computer to access resources on a Microszoft
network,

[] 5how icon in notification area when connected

[ OE. ] [ Cancel

16



Setup of IP address

Open the Properties of TCP/IP and proceed with setting as following.
IP address 192 168 1 1
Subnet mask 255 255 255 0

Internet Protocol (TCP/IP) Properties

eneral

Y'ou can get IP zettings azsigned automatically if pour nebwork, suppaorts
thiz capability. Othenwize, pou need to azk your network, administrator for
the appropriate IF settings.

(") Obtain an IP address autamatically

© Use! : \
IP address: | 192.168 . 1 . 1
Subriet mask: | 255 . 255 .29 . O |
e
Default garEmrms | —_— |

Dbtain DMS zerver address automatically

() Usze the following DNS server addresses:
Preferred DMS zerver: | . . . |

Alternate DMS zerver: | . . . |

< Advanced... |

[ OF. ][ Cancel ]

17



Then, click “Advanced TCP/IP Settings” and open the tab of “WINS”. Follow the procedures as below for
setting.
Check the box of “Enable LMHOSTS lookup”.
Check the box of “Disable NetBIOS over TCP/IP”.

Advanced TCP/IP Settings
| IP Settings | DNS | WINS | Options|

WINS addresses, in order of use:

t
3

Add... Edit. Remove

If LMHOSTS lookup is enabled, it applies to all connections for which
TCP/IP is enabled.

[v] Enable LMHOSTS lookup [ Import LMHOSTS... ]
\\ —

NetBIOS setting

O Default
Use NetBIOS setting from the DHCP server. If static IP address is

used or the DHCP server does not provide NetBIOS setting,
enable NetBIOS over TCP/IP.

(O Enable NetBIOS over TCP/AP
() Disable NetBIOS aver TCP/IF

l 0K ][ Cancel ]

18



Setup of HAPPY LAN

Register IP address of PC, the name and IP address of embroidery machine.

Activate "HAPPY link LAN".
For Windows Vista and, Windows 7 and Windows 8, choose the short cut of “HAPPY link LAN” and
right-click, click “Run as administrator” from the pop-up menu and boot “HAPPY Link LAN”.

Open
Troubleshoot compatibility

Open file location

Run as administrator
1-Zip

Pin to Taskbar

Pin to Start Menu

Restore previous versions
Send to

Cut
Copy

Create shortcut
Delete

Rename

Properties

NOTE:
Click “Allow access” if the alert is indicated such as you are notified that HAPPY LAN has
been blocked by Firewall.

@ Windows Firewall has blocked some features of this program

Windows Firewall has blocked some features of happylan on all public and private networks,
H Mame: happyian|
Publisher: Unknown

Path: C:\program files (x86)happy‘happy lanthappylan.exe

Allow happylan to communicate on these networks:
Private networks, such as my home or work network

Public networks, such as those in airports and coffee shops (not recommended
because these networks often have litle or no security)

What are the risks of allowing & program through a firewall?

22a



Click "Break" in "Connection" of menu bar.

FilelE? Fattern(P?  ‘Windowdhd HelptH?

0 I Opentily
Break (B}

When the “Break” is clicked, the red indicator starts blinking.

= HAPPY LAN
Ejlp.{ﬂ' Connection(Z)  PatterntE)  Windowdd  HelpiH)

e’L.}mIEI%I 2|

Registration of the embroidery machine
Click "Environment options” in "Files" menu, and enter “setup” to open

Input the name(s) of the embroidery machine(s) and the last digit of IP address.
NOTE: When IP address of the embroidery machine is changed after the registration, re-registration of the
machine in accordance with the new IP address is required.

Example) When the name of the embroidery machine is EMB10 and its IP address is 192 168 1 10, enter
EMB10 and click “Add”, Then, it will be added to a list.

En¥ironment options

Configuration | Basic Settingl Mode | Design folder |

192.165.1.12 EMBE12

192.168.1.10 EMEQ [192 Jies I -[1c
192.163.1.24 EMBOG
192.168.1.2 EMB05 | EMB10
Delete
Print

How to delete the embroidery machine registered
Choose the embroidery machine already registered in the list and click “Delete”.

23



Registration of IP address of PC
Open the tab of “Basic setting”.

Environment options

Configuration  Basic setting |h-'1|:|de | Design falder I

Port number

I-TEE‘*I F851...7300

IP address
|192 |15E: |1 |1

Make sure the IP address is the same with the one registered in “Setup of PC (Personal Computer)”.
If not, enter the IP address of PC and click “OK”. Port number “7891” shall remain the same.

Click “Close” after the setting is finished.

Click “Connection” to choose “Open” in menu bar. It will become waiting state for the connection of the
embroidery machine.

FilelE> Pattern(E)  Windowddd  HelpiH)

OpeniZ)

Break (B}

24



Examples of setting
Confirm if all the values that arrows indicate are same.

Setting of PC

IP address 192168 1 1 -«

Subnet mask 255255255 0

Setting of Happy link LAN

Port number 7891

IP address 192168 1 1 <]

Setting of embroidery machine | 1st machine 2nd machine and more
machines

Port number 7891

Machine IP address 192168 1 10 192168 1 XX

MAC address 48 50 595348 43 | 48 50 59 53 48 XX

Server IP address 192168 1 1 <

Subnet mask 255255255 0

25-26



Design folder settings

The machine can read pattern data saved in the PC connected with HAPPY LAN.

Design folder settings are not necessary if reading the pattern data in the PC is not required.
The machine can read the following data formats from a set folder and its sub-folders in the PC.

TAP : HAPPY

DST : Tajima

DSB : Tajima (Barudan)
DSZ : Tajima (ZSK)

Click "Environment options" in "File" of menu bar.
Enter “Design folder” to open.

Environment options

Caonfiguration | Basic settingl Mode(_Design falder |)

Accessible design folder frorm embroidery machine
CWProgram Files\HAPP Y WHappy Lan\pattern

Click “....%.
HSelect Directory
Drirectony M arme:
IE:\F'n:ugram Filez"HAPF"Happy Lan‘pattemn
Directories: Files: [*7]
== T flover hpl ~
= Fil flower] tap =
= I-rlu'a'g;;n; e floweer. hpl =
(= flowerZ. tap
[== Happy Lan flowwer3.bp
C floveer3.tap
flowerd. hol &
Dirives:
el =1
C o D o | o |

Double click on the folder you would like to choose from "Directories" and click on "OK"
Click “Close” after the setting is finished.

27



Start

Make sure that the power supply of the embroidery machine is off.

Make sure that both between PC —HUB and HUB - the embroidery machine are connected by the cables.
Make sure that the power supply of HUB is on.

Activate Local Area Network System (HAPPY LAN).

Follow the procedures below to start the communication with the embroidery machine.
Turn on the power of the embroidery machine.
Frame moves when the Ent. button of the embroidery machine is pressed.
After the frame movement, the communication with HAPPY LAN starts and one monitoring window appears.

= HAPPY LAN

FilelF} ComnectionfC)  Pattern®®  Windowdid  Helptl

1 FLOWER4
HCS-1201

13874

el FF
- "

29/1414:40

The name registered in advance is shown at the top of the monitoring window.
Have all the other embroidery machines recognized in the same manner as above.

NOTE: If the red indicator of the monitoring window is blinking, the embroidery machines is not recognized
properly. Follow the procedures below for recovery.

EME

¥

T'? - H #+

Mo receiving data A

4 >

1. Click the indication blinking to close the monitoring window.
2. Then, turn off the power of the embroidery machines unrecognized.
3. Have the embroidery machine recognized again.
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= HAERPY LAN
FilelF) GConnectioniC)  Pattern(P)  Windowhd  HelptH?

L]

M= B
EMB32 EMB1D
ujjess

[
1 FLOWER4 13874 2 FLOWER4 13874 4 FLOWERG 3291

HCS-1201 e HCS-1201

91441517
|
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Explanation of Monitoring Window

i 404
Log-out Fizom:as
Lag-in TI2009:36 -
I— e T e <Name of embroidery machine> The name registered at Environment options is
shown.

i

<Production information> Information on production, thread cutting and other is shown.

3

<Setting of embroidery machine> Setting of pattern data of the embroidery machine can

be changed by operational mode.

3%

<Pattern selection> Reading the pattern data stored in PC, changing the setting of the

pattern data and transmission of the pattern data are available.

W,J m <Indicator> Showing the status of the embroidery machine and the number of repeat

sewing.
LW»JJ Shown during embroidering.
A Shown when needle change is suspended.

W Shown during embroidering is stopped.

Setting counter of repeat sewing.

- Red light blinks when communication failed.

W3 hoenb 7100 Progress of embroidering is shown by a bar.

& Name of pattern (current number of pattern, pattern name and number of stitches)

-l:dl Model type of the embroidery machine.
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S RALo- 14Ul

Mormal 9/14/15:1¢ &

v
Sl - 21« og-message” of communication status.
Enlargement of Log-message

Loe message @

Log-in 7:20i9:41 Y

Log-out 712009:39 |

Log-in 7I2009:36

Log-out 7120/9:24

Log-in TI2009:23

Log-out 7120/9:20

Log-in 7120/9:19

Log-out 7120/9:17

Log-in 7120/9:12

Log-out 7120/9:10

Log-in 7120/9:02

Log-out 7120/8:49

Log-in 71111855

Log-in 7111853

Log-out 7111/16:29

Log-in 71M116:29 | H

Close |
(HCS, HCD, HCR) (HCH, HCS2, HCD2, HCR2)

Deletion of Log-message

¥, 3 hpemb 7100 Fid

5 R
= Hes-C
Log-in 712009:41 |
Log-out 712009:39
Log-in 7200936 o)

Display of the area of pattern to be embroidered.
Reduced display of the pattern to be embroidered is shown.

NOTE: Only the patterns transmitted from PC by “HAPPY LAN” can be shown. The patterns read by the
embroidery machine from cards and floppy disks, and the patterns transmitted by other communication

Wk kkkky,

software. In that case, is shown.
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@ <Enlargement of pattern display> Window for enlargement display of the pattern to be embroidered is

shown by clicking.

% 3 hpemb 7100 HE PY
~ TI2009:41

Lag-out 70939

Log-in TF20/9:36

De=ien

Mame:  hpemb.tap Stitches : R0A1
Height : aT.a mm Width 129.4 mrm
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Main functions

Example for transmission of pattern data
Open the pattern control window (open by monitoring window or the open-button in main window).

Select the pattern from the pattern control window, and transmit the pattern by clicking Send to the

embroidery machine appointed.
Settings of needles and other are available by clicking Pattern setting after selecting the pattern

T=tEy  Conrectiond PatterntPh dowetu?  Help(Hr

e I

n AT i 1R T
Ce- WO HCE
B [ nmia o
e [ r—— e g . S

Sendis) J(Pattern zetting(F))  Made (v

Tt
s imeese | S g * ' =
i
Do =t E— e ———
o e | L ATALR TR rld UM By =
vy s
a2 i I-r— Nkt -
v oo e e |:||
roman ey CITIOWADE
— O (i [
St
—r
e
o
i
g
LLTEr
n
-
—
i
w0 el iy
Cana 11
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Explanation of each window

Main window
Display as below shows the embroidery machines waiting status for connection.
When the embroidery machines are connected, same numbers of the monitoring windows as the
embroidery machines are displayed.

® 1 FLOWERA 13874 L % 3 FLOWERE 3291
T HCS1201 1CS-1201 T HoS-1201

3 wranig e & i Hamal ANAETT A
¢ s e » N 3

Monitori ind

Display as below shows the window of the embroidery machine connected.

o 3 hpemb 7100 %
. T

= HCS-C

Log-in TI2009:41 ”

Log-out Fizom:as

Lag-in TI2009:36

Open the window for checking production information.

vaio detail El

05/11/2004 AM11:32:63 Close

B s ge EB

Running-tirme Still-time Operating-rate

[

73 min. [g52 min- - [agy7 *

|Head |Prnduct|nn |Thread break |Perhnur |F|EI’B|'\EIL"S Per 16hours
ﬂ 1 35 1 4 545 A7 74.34

Products{Machine totaly

A s Ee

I ————— T
0 5 10 15 20 25 30 3 40 45 GO

Morrnal SM1AN1:29 A
Mormal 51388 — Each head
MNorral S/11/9:53
Mormal 5/11/9:40
Maormal 5/8/3:36 i H H :
Norral 5E:27 1 ; : e S
Mormal 5/8/3:32 B g g g
= !
10 20 El 40

34



Open the window for changing the setting of the embroidery machine(s).

Operational mode window

E Remote

Prog  Func  Origin Letter

e hm8 0 R A

O Mare Stitches
|8 GREENQO3 550930 | T |

Close

Setup items
Pattern management Needle selection
Adjust Repeat
Frame out Offset
Auto origin Direct (frame position setting) *

Create (setting of machine functions) Letter *
*MARKS: The Setup item is limited according to each model.

EachFunction
It allows you to control the pattern in PC and to transmit the pattern to the embroidery machine. Open
Pattern in the main window.

ral®)
iﬁ e
1_AQUARITAR  Adumid TAR fAoward.1ap
IMB2000. tap tubazaD1 tap

testll
testl2
ity
WINCDK
WINDOWS

% 17 D[ CO-ROM]

< *
bCapatteenll ¥
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ing of rn

It allows you to set the needle selection for the pattern in PC and other. Open Pattern setting menu of
pattern control window.

& C-¥patternd] Yhpomb.tap

FilelE}  Porameter(h)  Sinple editE)  Helplt)
NEER% %58 'B R AS|| / ~d5pl 4

Data search
]

HaPPYy -

EVBROIDERY
MACHINE —

Data foemiat
& Aube  © Heppy © Brd T Zsk

o Stilchmst74 Changes?d Walh1295 HeghtBT6 +X648 -X-647 +VZHA -V-288
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Explanation of each function

Pattern selection

Select the pattern to transmit it to the embroidery machine.
Functions: Transmission of the pattern, Pattern setting, Copying, Deletion, renaming and Display of design
information.

Ly |

Click Pattern of the main menu, or Click b of main menu or monitoring screen.

& HAPPY LAN

FilelE} Connection(Ci{ Pattern(E) indow 84  HelptH}

!.- mlal%l

E M

E Pattern

File(E) EdittEl Miewddd SendiS) Pattern setting(Ed  HelptHd

(T3 HAPPY ~ >
=77 HAPPYLAN H PPy o
w7 HAPPYLINK. * o - _ ‘:
&1 HAPPYLINK. o
m-C7 HCS Update flowerd tap floweert tap hpemb.tap IMBZ000 tap
-7 hpyctemp

20 hpyftermp =

27 linkD4augD2a
-7 linkO4augl3a
#-7 linkdemao_far_
-0 net_install_w tubaszall tap
[T patterndd

7 pattern01
w7 pattem02 ]
w-[_7) Program Files
(3 temp

77 testD1

[T test02

w77 usblink_insta
- utility

=0 WINDK O
F-C0 WINDOWS
-0 work

127 work_lan

L Em e df b

<

|l

Ci¥patternl # 7
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Details of the pattern

Ly |

Open Pattern by clicking b

Choose the pattern in Pattern screen and right-click. Click Property .

E Pattern

FilelF} EditiE} Viewd) Send(S)

Pattern setting (F)

----- [T patterni ~
----- [T patternD0

----- (T pattern01 Copy (&)
-7 pattern02 Paste (P
..... (7 pattern0d flowerd tap flowers. tap DeletetD) tap
..... ("7 patternds Fenamet)
""" [T pattern0B = Pattern setting(T)
[+ atternd? =
Cp . Send(S)
-7 Program Files
----- ("7 Startup Property (R}
w0 T tarnk 1 tUhaEaD1.tap
< I | >
Ci¥patternll¥ 4
Infor mation '}{|
|hpemb.tap
Type: HAPPY Size: 18228 hytes
Stitches: 6051
Change 24
FH_ m Wiidth: 12894
Height: aT.6
+x: 64.8 -H -B4F
+ 28.8 . -28.8
Data format
’76' Auto i Happy " Brd  Zsk
I Readanly Lastwrite 1998 07 03 13:41:26
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Transmission of pattern

Select the pattern and open Transmitting box by clicking “Send”.

I TN
H-:'.'.'[l'_l-'

[T cnmm_ﬁwer‘l_ﬁ.e
* o
(0 HAPPY

E Pattern
# -7 Documents a
|;- 77 HAPPYLAN floweerd. tap flower. tap

FilelE) EditE)  View(s) B0 Pattern setting (B
:+J 17 dummy

- -
Select destination and click : "Sending” button.

aelect

EMB03
QE EMBO7 Eﬁ
| ’

¥ function send

Complete

Corpete |
Close |

Progress bar is indicated during the transmission.

tlect |E|

EMBDT
= Evpos %"ﬁ ‘
’ :

¥ function send

(L]

Complete




“Complete” is indicated when transmission is finished.

gﬁ‘

¥ function send

"Transmission" can be selected by right-clicking as well.

FiletE} EditE} Wiewdd Send(S) Pattern setting(E) HelptH:

#-7 c_sorce Sl

20 comm_Sover] *

# () Documents a Copy (G

LT HAPPY Delete (D)

- HAPPYLAN Rename (N}

w7 HAPPYLINK,

&7 HCS Update. ‘@
7 hpyctemp | tubasall tap Property (R

-7 ed 1
- dummy flowerd tap flowerb. tap Pastalp) 1.tap
':-I (7 HARPYLINK, Pattern zetting (T

™7 havftemn

"No connection!" is indicated when the embroidery machine isn't connected.

Select

Mo connection! —
S =

¥ function send

I
Complete

Close |
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Pattern setting

Functions: Needle select, Scale, Repeat, Offset, Frame out, Simple editting and Transmission.
Click “Pattern setting” in the menu after choosing the pattern. Or, right-click after choosing the pattern, and
click “pattern setting” in Pop-up menu. Or, open “Pattern setting” in the menu.

Fil=(F}

Edit{E}

Viewd  Send(S)

~IHAPPY &

Pattern setting ()

T HAPPY LA N
- HAPPYYLINK, Gopy (G

- HAPPY LINK, Paste(p)

w7 HCS Update, flowrerd. tap flowert.tap Dielete (D tap
) hpyctemp RenameiM?

(0 hpyftemp Pattern setting(T)

0 linkDdaugl2a —

w7 linkO4augD3a Send(3)

-7 linkdemo_for_ Property (R

tubasall tap

+ I net install w

E G:¥patternl1¥hpemb_tap
File(E Simple edit(E)  HelptH}

MBE RS @S TFRAQUAS||./-ep@ 4

Parameter i)

—Data zearch

—hlethod

chanoe

T 7Y

10
100
(RBIE]H]

T

Function edit

£ Lhangeg

~Data format

o futo O Happy © Brd O Fsk

Erd

[~ Read only StitchezG074 Changes2d Widh1295 Heightb76 +X64.8 -X-647 +Y:288 -Y-288

B
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<ltems for setting>

For setting the order of the needles before starts embroidering. The needle will be change to the other
needle preset at every color change of embroidering.

=3
= 5cg0e (Design adi

For scaling, rotation, inversion and other functions of the pattern for embroidering.
e
#¥ Repeat
For repeat embroider of the same pattern on a piece of cloth.

Il

¥ Offset
For ordering the frame to move from one position appointed to the start position of the pattern where the
embroidering starts.

@' Erame out
For ordering the frame to automatically move to the position requested when the embroidering of the color

(needle) appointed in advance is done. This is effective when some procedures are required during
embroidering.

ﬂﬁ Simple editing
Addition of the needle stitches, deletion, transfer, addition and alteration of functions and other for the
pattern data.

= .
0 Transmission

To have the pattern data transmitted by opening the box.

<Other items>

I [ Stitches6074 Changez24 b .
Information on th rn

C View of jum howing every jump in th ign

_— |1 "
ISPt 5 Change of viewpoint of the design

Change of background

IRQ Zoom in, Zoom

itch Point (showing stitch poin

View h color chan

h @ 3 °.

Prin ian
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1. “" Needle select
You can designate the order of needles to be used for sewing.
You can insert a stop command in the color change process.
You can set the speed in the color change process.

Note:
If you change the number of the needle bar after having set a color change stop, the color change
stop will go off. You will then need to reset it.

Click on Needle Select button to display the dialogue of needle select.(If any pattern data is not read,

the dialogue is not displayed.)

FHeedle Mo, and Thread color - Meedle Change Stop Mark Heedle Change Stop Set Thread Color Change

Heedle selection

Meedld number. Color
innnn
| ~ Stop
2 358 »
3 275 SpeedChange
4 835 & narmal
2 1050  =ph
& 1148 -  spl
7 1420 " sp2
8 1691 " spm
e 1973
10 2327 Ok
11 2705
Reset 17 I 3027 - Canc
| | N N

| R

Feset Colar change Mo, Meedle bar Mo, Starting stitch Mo, Speed Setting

How to select:

1. Select color change number and click it.

2.Select the color you like from Needle No. and Thread color and click it.
Please repeat this process for every color change number.
Please click Stop and/or Borer if you wish to use these functions.
(Only embroidery machines that have Borers can use this function)

3. Click on the OK button to finish the setting and the setting is stored in the
machine.
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Stop (Needle Change Stop Set)
If you click the stop box after you selected the needle, a [*] mark appears on the right side of
needle number and color change stop is set. Sewing proceeds, but the embroidery machine will
stop when this color has completed sewing. Push the start button on the embroidery machine to
restart.

Borer (Needle Change Stop Set)
If you click this mark, you will have a [B] symbol on right side of the needle number.
If you use this function, you need to install a borer device to the machine. Please refer to
[Options].

Alteration of speed
You can set the speed of the embroidery machine at every change. The set machine speed is
displayed.
Normal: Normal speed
sph: Release of speed limit
spl: Setting speed limit at 700rpm (different by machine model)
sp2: Setting speed limit at 600rpm (different by machine model)
spm: Setting speed limit at 300rpm (different by machine model)

Reset
Reset all of your needle numbers to “0” for color changes.
Other functions (stop etc.) will all go off.

OK
Input contents are saved in the [Setting file].

Cancel
The screen will be closed without saving the input contents in the [Setting file].

Change Thread color

You use this button for the Thread color change menu. You can change the display color that will
represent each thread color.
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How to change Thread color

1.Click on the "Change Thread Color" Button @ to open a Thread color change menu.

2.Select and click on the needle you wish to change the color of.
3. Select the color of your choice from the color pallet, this will change the needle color.

4. Click on Return to apply your setting.

Meedle number colar

|
121 1M %9 8 7 6 5 4

EEmE
s
mEmm

EEEE

Calor pallet
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2. B4 Design Adjust

You can set the scale, alter or other functions to the selected pattern.(Pattern data itself does not change.
Only embroidery will follow these settings.)

Adjust X

Scale

50 - 200% o

x T ==
2SR

Default
Angle
-359 - +3509degree  degree
_ﬁ_ I. J | ’D— - Default
vt -1.0-+1.0mm mim
g ll -------- J --------- ’D—i‘ Default |
Convert
|f —.j d{ﬁ ; c: ; E FD_ Default
Ok
Cancel

1. Drag the Scrollbar.
2. Input data into the number box.
3. Click on Up/Down button by the mouse.
If you use Convert , just click on a check bottom.
You will get the standard settings back by clicking on [Default].
Click on [OK] after having input. This menu will be closed.
Note: When you sew with the width adjustment setting, an error may occur at the end point.
In this case, please return the stitch width setting to 0.0 .

[Function and adjustment]

Scale

The machine scales in X and Y directions for every 1% proportionately.
1. Scale adjusts X side (Scale X) 50~200 %, Original size: 100 %

2. Scale adjusts Y side (Scale Y) 50~200 %, Original size: 100 %

Angle

With the start point of the pattern as a pivot point, the machine changes the angle in 1degree increments.
Angle: -359~359 degree, Original size: 0 degree
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Width

The machine adjusts stitch width in a design within range of -1.0~1.0mm in increments of 0.1 mm.
Width -1.0~1.0mm

Convert

Using the start point of the pattern as a pivot point, the machine changes the angle in 90-degree increments
and it mirrors the design.
8 Pattern can be set based on P of standard.
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y
3. ** Repeat
The machine automatically embroiders a specified number of pieces in X and Y directions.

Repeat [$_<|

Fiece
1 - 30piece

R R o i =
"'IIII R R i JR 1R P P P O P P I

H
R}{R i .J. 1 - Default

Space

-488.9 - +489 8mm

R R T
T ——

Y I.J. ’7:‘ Default

Y]

A

Priarity
TfE E‘f ol oy
1 1
*-R Default
- _ Defaut_|
Ik
Cancel

You can change the above items in the following ways:

1. Drag the Scrollbar.

2. Input data from your keyboard into the number box.

3. Click on Up/Down button with your mouse.

In the [Priority], please click on the button for the direction you prefer.
You will get the standard settings back by clicking on [Default].

Click on [OK] after having input. This menu will be closed.

Function and adjustment]
Piece
Set the number of pieces in the X and Y direction. Total pieces will be pieces: X times pieces: Y.
1. Pieces: X 1~30 pieces
2. Pieces: Y 1~30 pieces

Space
This sets X and Y distance between the start point of each pattern, when repeat is used. When a positive
value is input, the machine makes repeat toward the right or upward. If a negative value is used it will move to
the left or downward.
1. Space: X -999.9~999.9mm
2. Space: Y -999.9~999.9mm
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Priority
When using more than 2 pieces in the X or Y direction, a priority must be set to determine which piece to
start first.
X direction: horizontal direction is the first priority, and vertical direction will be the second.
Y direction: vertical direction is the first priority, and horizontal direction will be the second.
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4. & Frame out

By adding a Frame out command to the pattern color number, the machine can move the frame and stop it on
the position that you set up after sewing all of a color. When you restart it, the frame will move to the normal
stitching position and continue to work. This function is convenient for trimming of threads in the middle of
sewing or placing an appliqu .

When you click on the frame out button, the menu opens.

FRMOUT &

Y:l‘lIIIIII Feset
d i
£ 3
[ T

1 0 &8

5 353 v Frame out

3 575

ki 535

5 1050 —

£ 1148

K 1420 -

8 1691

2] 1973 Cancel

10 2327 -

Input the amount of the frame out by numbers, and select the color change that you want to move at the end of.
Click on [Frame out]. The @ sign will appear on the right of the needle number.

With the start point of the pattern as a base point, please set the distance to move for the frame out.
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How to set frame out
Example1

Position of
Frame out | =~

W 240 ., ‘
"

#1480 Position of start
of pattern

1. X: -150 Y: 250 Input these numbers.

2. Please click on the color change number you desire to add the frame out to.

3. Please click on [Frame out]. When this is set, an @ sign is put next to the needle bar number.
4. When you click on [OK] after input, the screen will close and the frame out is set.

Example 2. Easy setting cautions [of an input]:
Note: It is necessary to perform the clauses 2-4 of Example 1 after setting.

™
@ @El tJ @@]

o . i

A check of a check button sets up the regular value.

! ¢ [-100 ¥ [100

@]K
A frame comes to the front left-hand side at the time of a frame-out. X: 100 and Y: 100 are
set.

"

&4

A frame comes to the front side at the time of a frame-out. X:0 and Y: 100 are set.

ES

A frame comes to the front right-hand side at the time of a frame-out. X: -100 and Y: 100 are
set.
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5. ¥ Offset

If you set up an offset position, the frame moves from the offset position to its initial position and starts working.
Using the off set setting, you can start stitching from wherever you want.

Use the off set setting with the origin function, and the frame will move back to the off set position automatically after
it completes stitching.
When you click on the [Offset] button, the input screen will open.

Offset X
W 11206 Y |aa.?|

Feset

Ok

%
Yl%.

Cancel

With the start point of the drive frame as a base point, please set the move distance to the start point of the
pattern.

How to set offset
Example)

'l Paosition of start
B of frame
™, (hase point)

"u

Y -100 . ‘
"
-

W50 Position of start
of pattern

1. X: 50 Y: -100 Input these numbers.
2. When you click on [OK] after input, the screen will close.
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6. sI* View the selected block by color

Click on Simple Editing to use this function. Refer to "View the selected block by color" of Simple
Editing .
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7. & Changing the background color

You can change the background color (cloth color).
When you click on the [Change of background color] button, the window of change of background color

appears.

& ChangeClothColor

~Before

—After

[

Tt
i I
EEEEeE ﬂ|

The color you set will remain unchanged until you change the background color.
The current background color is shown in the window marked [Before]. When you click on the color pallet, a
new color appears in the window marked [After]. When you click on [OK], the background color changes.
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8.  View of the needle drop point

Click on . at Pattern setting to show the needle drop point on the pattern displayed.

=

LELLIES S S8 frsess

JERNFER Ry A
o Wﬁ,‘

.,“..
Click on to enlarge the size of the needle drop point.

TP0PEOP PRRRARSERS
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9. %b Simple editing

The program offers some basic editing functions such as display of the pattern selected, current stitch position
by marker, current stitch number and the data. You can save this simple edited data.
Note:
Please back up the data before the simple editing so as not to lose its original data.
You can save it with the same file name on the original data after the simple editing.

E G:¥patternOl1 ¥hpemb.tap
File'E) FarameterME Simple edit(E

I & Y7oy SBR[ Y |

Click on "Simple edit" of "Pattern setting" to open the simple editing.

E G:¥patternl1¥hpemb.tap
FilelE} Farameterihl)  Simple edit(E)

RN R

MPEHIA/XIIABAS S ST

~Data search
<3| |
Stitch 0
F: cho
e 1]

b ]
—Method
= Change
 Jump
i StartfEnd

i (O
& 10
7 100

1000

Function edit

% Change
r'% Insert

i Delete

0E Nul

Data format
’Vﬁ" Auto O Happy © Brd  © Zsk End
[T Readaonly Stitchez:G074 Change=z24 Widh1295 Heighth76 +:464.8 -X-647 +Y288 -Vv-288 .
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= LURIEIE

0E Mull

End

Click on this Close button and it will return to the Data sending mode .
When you click on [Close] if you edited the file, the following message is displayed.

L
1 J This pattern iz edited. Do vou overwrite thiz pattern®

Mo (M

When you click on [Yes], the contents of the design are replaced with the edited information.
When you click on [No], the edits are cancelled.

Simple edit has the functions below.

Data Search

Move to the stitch you want to edit and display the stitches (the number of stitches) and data displayed.

Search Method
Select the method to search stitch data.

Function

Allows you to add, erase, or move of the stitch of the selected pattern data and add and change the
function. The design data itself will be changed here.

Note: Please backup the original data before the simple edit.

Change stitch setting:

You can change the current stitch to a color change, jump, end, or a normal stitch.

Insert stitch:

You can insert a color change, jump, end, or a normal stitch in front of the present stitch position.

Delete:
You can delete the present stitch.

Null stitch (zero data):
You can insert a Zero stitch.
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ncellation of edi ntents (Edit rev

You can cancel the contents of Simple edit. The design data and the settings of [Needle selection]
return to the condition before you began.

Viewpoint

Move the design on screen using the arrow keys.

Information of pattern
It is displayed at the bellow of main window.

W
»l# View the selected block by color

Only the color block of the current stitches in [simple editing] is displayed.

Select "Color change" in "Data search". The pattern displays only the color block at the

position of the current when you search by |'==]|[Forward search] or |.Ll==|[Back search], if
this button is pushed.

(Example) the pattern of the figure 1 is shown by color blocks and is shown in the figure 2,and figure 3 as
bellow:

Figure 1: Normal pattern display

= C:¥Frowram Files¥HAPFY¥HAPPYL ink¥patte rn¥flomer] tap 19113
FiledE} Simple editE)  Help

Mg iim SB[ BTE XA AS|[ /=450

Dtz format

3 - Cen
Autn © Happy © 8rd Zsk End

r Stinches 508 Changsh WichTl Height 726 4361 <M-0E8 +v15 <v=31

Figure 2: Display by color block (1)
= C:¥Fropram Files¥HAPPYFHARPYLink¥pattern¥flower | tap
FiledE> 10 Simphe editlE}  HelpH}

Mw:sim 38 EKA AS|[." /=450

Dtz foemat
Ayt Happy © Brd  © Zsk

= StitchesSB08 ChangesD Wich Tl Height 726 4351 <M=068 +¥d15 =¥=011




Figure 3: Display by color block (2

HAP PYYHAP PYLink¥pattern¥flower ] tap
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* [Changs
= Jurnp

" StarliEndl
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(1]
100
1000
Function eclé
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¥ Delete
5T Wl
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& Ayt Happy © Brd T Zsk End
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59



Data Search

Diata search

=

Stitch I}
F: chg
b4 1]
i 0
Method

™ Change
" Jurnp
" Start/End
* 1

10

" 100

" 1000

This will move to the stitch you want to edit and have the stitches (the number of stitches) data in editing
displayed. It also indicates the position of the stitches with a marker (shaped cursor).

Stitch
Showing stitch number as selected

F
Showing function of selected stitch

X
Showing X movement data

Y
Showing Y movement data

[l.E=JForward search] Key
Scroll forward through stitch points.

=1 [Backward search] Key

Scroll back through stitch points.
The method of searching can be selected from [Search Method].
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Search Method

Stitch I}
F: cho
kN 1]
' 1]
method

" Change
" Jurmp

" StartfEnd
* 1

10

" 100

" 1000

Please select how to select stitch (number of stitches) data from the following.

Change (Color change search)

This will search color change point. Click on |LE==1 forward to move to the next color change point. Click on
=<]| back to return to the previous color change point.
If the pattern has a color change function and Needle is selected, you can change the needle in embroidery.

[Jump] search

This will search jump point. Click on [Z.EZ2 forward to move to the next jump point. Click on |" = back to
return to the previous jump point.

Jump function will skip stitching without sewing.

[End Point] search

This will search end point. Click on [LlEZ2] forward to move to the end point. Click on |/ =1 back to return
to start point.

End point means the embroidery finishing point.

[Move 1]

This will move 1stitch each. Click on |2 forward to move to 1 stitch next. Click on " ==1| back to return
to 1 stitch previous.

[Move 10]

This will move 1stitch each. Click on |[.E==1 forward to move to 10 stitches next. Click on
back to return to 10 stitches previous.

[Move 100]

This will move 1stitch each. Click on |22 forward to move to 100 stitches next. Click on |" = back to
return to 100 stitches previous.

[Move 1000]

This will move 1stitch each. Click on |[_.E=21 forward to move to 1000 stitches next. Click on |" =2 back to
return to 1000 stitches previous.
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Function

Function edit

'F'% Change

% Inzert

% Delete

0% nul

This allows you to edit the pattern data, to add, erase and move a stitch, add or change function.

Note:

Please remember that in case you change the setting, the shape might change.

If you name this setting with the same name as the original file, it will replace the original file. Please backup
the original data before editing.

During the editing, you can reset the editing. Please refer to "Cancellation of edited contents (Edit revert)".

'F"% Change

| [Change] key

You can change stitch data and functions for selected stitches. Click on this icon to open stitch change menu.

Chanee [5_(|

Function
& Color Change:

o dump
" End
" Stitch

Stitch data
X, N

9.4

Zancel

When selecting a Jump function or Stitch, You need to input Jump or stitch length to X data, Y data of
Stitch data
When selecting (Color change) or (End) function, you cannot input anything Stitch data .

Click on [OK] to display the pattern data changed.
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"% Inser |[Insert] Key

This will insert a stitch before the selected stitch point. Click on [Insert] Key to open stitch edit menu.

Chanee b—(|

Function
& Color Change:

o dump
" End
" Stitch

Stitch data
X, N

9.4

Zancel

When selecting a Jump function or Stitch, You need to input Jump or stitch length to X data, Y data of
Stitch data
When selecting (Color change) or (End) function, you cannot input anything Stitch data .

Click on [OK] to display the pattern data changed.

"% Delete [Delete] Key

Click on this icon to erase the selected stitch, and then a confirmation menu will open.
Click on this icon to erase the selected stitch, and then a confirmation menu will open.

Stitch delete

“?‘i) fre vou sure delete stitch ¥

Mo

Click on [OK] to display the pattern data changed.
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I—h
0E mMull [Insert null stitch] Key

Click on this icon to insert a null stitch (No X, or Y movement data) before the selected stitch and the
confirmation menu will open.

Click on [Yes] to carry out.
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10. Bl Save design data

= Save design data as HAPPY format.

Note:
If [Read/Write setting] of the Pattern data selecting dialogue is checked, the setting can be saved at

the same time. Ex. Needle bar selection.

The pattern data of TAJIMA (DST) format is changed to that of HAPPY format and saved.

If you name this setting with the same name as the original file, it will replace the original file. Please
backup the original data before editing.

Click on [Save design data] button to open the dialogue of file name input.

Save As...

Save in: I@ pattern j = ¢ Ef-
Flower1.tap Flower? tap

Flower2.tap

Flower3.tap

flowerd.kap

FlowerS.kap

Flowerd.kap

File name: flowerF | Save I
Save as ype: IH,-'.‘-.F'F“T’[”_tap] ;I Cancel |

7 |

Decide the folder to save, input the file name and click on [Save] to save the pattern data.

(Pattern setting)
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11. @ Print Design
You can print the currently displaying pattern by [Pattern Setting] Click on this button to open the print menu.

Page Setup

Prirter

Marme: Canon Bubble-Jet BJC-210 V| [ Properties. .. ]

Status: Ready
Type: Canon Bubble-Jet BIC-210
Where:  ISBEOD

Comment;

(] 4 l [ Cancel

Print contents:
1.Pattern Name
2.Number of Stitches
3.Number of Color change
4 Width
5.Height
6.Desplayed color and stitch number of each color change
7.Pattern

Example of print is showed as bellow:

Nane o flowerll.tap

Stitches @ 5309 IRE2
Changes 5 B442
Width 1 71.0 5720
Height @ 72.6 [ 5303

Note:
Click on [Print Setting] at [File] in menu bar to enable you to do setting in detail.

The display of Print Menu and Driver property is different by the type of printer driver used in your PC.
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12.Pattern Information

= eNpaternl 1 ¥hps mhiap

FiledFl Girple edilEr
Mm@l TEARABS /A= dcrE 3
- Diatm sarch
I =1 | =
sith @
F chp
K o
: L]
wehix
 Chanpa
 Jump
_ = — - i BlarEnd
— P
1
100
4  10m
P crange
§ vt
¥ Duisin
of Mul
Cata format
i= fala 7 Heppy ¢ Hie T Zeg End
r C;::::w_ﬂ:m:szi Wk THE Hewhfn S0 -X-GLT a'rm
| —— e

This is displayed at the bottom of the dialogue.

u *OLIAPpY r Ly *ooLan

fonly | Stitchez@074 Changes24 Widhd295 HeightS?6 +4648 -X-647 +1:288 -Y-208

Stitches  Number of stitches
Changes Number of color changes

Width With of pattern (x)
Height Height of patter (y)

+X Maximum distance to X+ direction from the start point as a original point
-X Maximum distance to X- direction from the start point as a original point

+Y Maximum distance to Y+ direction from the start point as a original point
-Y Maximum distance to X- direction from the start point as a original point
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13. A X Zoom in, out

When you click on this button, the pattern in the display will be enlarged or reduced. A marker will indicate the
center.
(This function only affects the view, not your design.)

Zoom in

Zoom out

14. = View Jump

View every jump in the design.
When you wish to remove the jumps from the display, please click on it again.

With View Jump Without View Jump
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15. Viewpoint
ISP 2

Changes view of the design.
You can move the viewpoint by using the direction key.

[} [To right] Key

Click on this key to change viewpoint to right side.

<] [To left] Key

Click on this key to change viewpoint to left side.

= [To upper] Key
Click on this key to change viewpoint to upper side.

™ [To lower] key
Click on this key to change viewpoint to lower side.

10 j _
=1 Moving amount
You can change the step of the direction key.
You can change it by using the up and down keys, or put in the number from your
keyboard.
If you increase the number a lot, you might not be able to see the pattern because the pattern has shifted out of
the window.
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16.Cancel of edited contents (Edit revert)

You can cancel the [Simple Edit]. The design data and the setting of [Needle selection] return to the condition just
before you changed them.

Note:

If you saved the file you edited during the [Edit revert], you cannot use [Edit revert]. And, if you edit something, you
can use this function again. In this case, the pattern data and the setting of [Needle selection] return to the condition

of the last save.

E C:¥pattern¥hpemb.tap
AU Parameter(M)  Simple edit(E

Save fz.04) Ly ﬁﬁ

Edit revert(R}

MER S

Options {0}

Print{Es
Primter setupill

Exit(:

T Wi

When you click on [File] —{Edit Revert] in the menu, the message [Lose all changes since your save?] is

displayed.

INFORMATION

\ ? ) Loze all changes since wour save 7

Mo (N |

When you click on [Yes], the edited contents are cancelled and the contents will return to those before editing.

ﬁ The indicator that indicated contents being edited goes off.
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Pattern copy, delete and Change pattern name

Pattern Copy
At Pattern Select Window, select a pattern and right click and click on [Copy] in sub menu.

E Pattern

FilelFy EditlE} View(? SendiS) Pattern setting ()

----- [T pattern 5

----- [ patternD ey

----- (71 pattern00

..... [T patternO1 Pas

-7 patternd2 flowerd. tap flowerd.tap Delete(D)
..... En patternld Rename_{l‘\l}
----- [ pattern0s .
----- [T pattern0B

ap

Pattern setting (T)

(I

-7 pattern? SendiS
[]g g:gﬁfpm i tubasall tap Property (R
T o e
Cr¥patternl] ¥ P

When you select the folder to which the pattern data is to be copied and right click on, [Paste] will display.
When you click on this, the confirmation menu will open.

E Pattern

FilelEy Edit(El  Wiewl)  Sendis)  Pattern settine ()

..... >

..... [T patter JEEEE)] Fien By
----- [T pattermo

#-[7) pattern02

_____ (7 pattem0d flowers tap

----- [T patternDs
----- [T patternB

[

#-1_7) patterm07
-7 Program Files
..... D Stanup
@ T taran L3
< I | >
Ci¥patternl¥ 4

Click on [Yes] to copy.

Information

Ciopy. Sure?
2

Betry |
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Pattern Delete
Select a pattern and right click at Pattern select window.
Click on [Delete] of submenu.

E Pattern

FilelEy EditE} Wiewl? SendiS) Pattern setting (P

----- [T patterni ~
----- [T patternD0 oty
----- 77 patterndi
#-1_7) pattem0Z2
..... (7 pattern0d floweerd tap flowerb. tap
----- [T patternds
----- [T patternDB

Coopry 2
Paste (P
Deleteil)

Rename (M)

Pattern setting(T)

tap

- atternd? =
= . Send (G
#-1_7) Program Files
----- (") Startup Froperty (FJ
w0 T tarnk 1 tUhaEaD1.tap
L) | L
Ci¥patternll¥ y

Click on "Yes" to delete the pattern.

Change Pattern Name
Select a pattern and right click at Screen of Pattern Selection.
Click on [Change name] of submenu.

Input form is open.

Input a pattern name and click on [OK]. Number of characters to be input is limited to 8.

Rename

o

_ ok |
Cancel |
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Design layout

Combined pattern data can be made by putting pattern(s) and letter(s) anywhere you like on the layout
window.

The pattern data can be saved at TAP data format or forwarded to the machine for embroidering.
Pattern(s) at the following data format can be used for design layout.

TAP : HAPPY
DST : Tajima

Note:

The number of color change function (Color change) for combined pattern data shall not exceed 250.
When the patterns are selected, color change function will automatically be inserted between patterns.
Pattern with more than 250 color change functions will cannot be used.

If such a pattern is transmitted to the machine, an error occurs.

Copy Letters data folder

You need copy Letters data folder in advance when you lay out letters.

Copy the "Letters Data" folder including "letters data that the Happy LAN Installation CD and paste it in the
"HAPPY" folder of the PC.

Installation CD PC
= Happw-GD =) HAPPY
I abatdeDry I3 Happy Lan
|5 a2000%p_ush_driver I HappylLink
I lanenu = |5 LettersData

i) lanjpn / = 155 Gaothic
o
I3 Tinkenu Iy 07 mim
I linkjpn Iy 10mm
I msi I 15mm

I pf = 5 Mincha
= 15 UsbComDriver I Odmm
Iy O7mm
Iy 10mm
I3 18mm

= cript
ISy Odmm
Iy O7mm
I3 10mm
Iy 15mm

Letters at the following three types of fonts and with the following four types of sizes are available in the latest
software.

Gothic : Gothic type
Mincho : Mincho type
Script : Script type

User created fonts can be used in addition to the standard fonts.
Prepare the fonts per "Addition of User font".

72a



Single pattern and United pattern
There are two types of layout pattern states. The following examples show state of pattern(s) selected.

Single pattern: state of only one pattern laid out. The pattern can move or rotate anywhere you want by
pattern.

(Ex.) A single pattern of design data (Ex.) A single pattern of letters
United pattern: When one pattern is laid out and other pattern is laid out while cursor is appeared, these

patterns become a united pattern regarded as one group.
The patterns can move, rotate, and arch per-group basis.

Flower1

(Ex.) A united pattern of design data (Ex.) A united pattern of letters
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Operation for Design layout
Click “Design layout” in menu bar.

= HAPPY LAN
FilelF) ConnectioniZ)  Pattern(PXC Design Layout(L)) Windowdhd  HelpiH)

Layout window  Folder select File select Data format

flowerl.tap ~
flower1l.tap
= floweril.tap
flowerl2.tap
flowerid.tap
flower1d.tap
flower?.tap
* flowerd.tap
flowerd, tap
flowerb. tap
= f lowerk. tap
= f lower?.tap
f lower? long. tap
flowerf . tao

4 Happy Embroidery(® tap) _L|
[~ Select by Single Click

b

2 Folder Selection
£ + Desighs Folder
= " Letters Folder
Mouse Position (3, y)=( . Jmm
Directian Arch Style Space Start’End Position
@+ Horizontal by center base + Arch by centerbase | | Width: 0 mrn
O Vertical by center hase C Arch by edge hase || Height 0 mm |, 0mm [l SioisieiEi i Cemier

" Haorizontal by star-end hase

|
| | | | Folder Selection
Direction Arch Style Dimensions Space Start/End Position Select by Single Click

Layout window
The pattern and letters that is layout appears in the window.

Folder select
Select folder of pattern or letters data.

File select
Select pattern or letters data you would like to lay out.

Data format
Select data format that displays in the "File selection".

Select by Single Click
This allows you to select file from "File select!" by single click.
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Folder selection

Switch folder between pattern data and letters data.

When you select the pattern data or letters data with "Designs Folder" or "Letters Folder" selected, the selected
holder is memorized.

The folder can be easily switched by selecting "Design Folder" or "Letters Folder" once the folder is memorized.
When you would like to memorize other folder select other folder with "Design Folder" or "Letters Folder"
selected.

Direction
Select layout direction of a united pattern.

_Fiawer1 Horizontal by center base : Pattern is horizontally laid out against the center of pattern.

-1

= Vertical by center base : pattern is vertically laid out against the center of pattern.

—moE0—

_FJQW_GF 1 Horizontal by start-end base : Put End point of pattern of pattern at Start point of

the next pattern.

Start and End point of Letters data are located in left and right on base line
respectively.

Select this setting for letters layout.

Arch Style
Select Arch form type.

w

?\0 347 Arch by center base
W

FIO er-l Arch by edge base

Dimensions
Display dimensions of pattern or letters selected.

Space
Display space of united pattern such as letters.

Start/End Position

Determine whether Start and End Point are put at the center of pattern or not when pattern data is saved in the
embroidery data and transmitted to the machine.
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Explanation of tool buttons

Id_—| New

Delete current pattern layout and create new one.
When the current layout is saved, make sure it is saved before the data is deleted.

ﬂ Save

Save current layout as pattern data.

E‘_IF Send

Transmit current data to the machine.

IJ. c: Undo, Re-do

Undo or re-do operations.

Q\ Q Zoom-in, out, View all

When you click on this button, the pattern in the display will be enlarged or reduced,
fit the pattern in the display.

-k; Cross line

Display position of cursor by Cross line

g $ I (10 %'(mm]l Viewpoint
Changes view of the design. You can move the viewpoint by using the direction

key. The number shows travel distance. Any travel distance can be changed.

BHI: Pitch of united pattern

Change letters and/or pattern space of pattern.

Pointer
Pointer can be changed as follows by position and operation:

% Select : Select Menu and pattern.
I%' Move : Pointer forms this shape by clicking on pattern. Drag to move patter.

I Arch : Pattern arches when you click pattern and make the pointer close to handle in the center. Drag to

the arrow direction, pattern arch
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Cursor and Handle

When pattern is laid out or selected, handles are appeared at the cursor and four corner and the center of
pattern.

The cursor shows location of the next pattern laid out.

You can delete pattern on the left or the top of cursor by pressing the Back Space key on keyboard while
displaying cursor.

Click handle to change shape.

Handle

Center handle
Handle
(Ex.) Cursor is appeared on the right of pattern when you set "Direction" to "Horizontal by
center" and "layout" to single pattern.

(Ex.) Cursor is appeared under the pattern when you set "Direction" to "Vertical by center" and "layout" to
serial pattern.

(Ex.) You can lay out other pattern to insert it with cursor put between patterns when you set "Direction"
to "Horizontal by center" and "layout" to united pattern, click on the pointer between patterns, and
move the cursor.

72f



Layout the pattern
At File Select Window, select a pattern and double click. = H

= Ch

[= Program Files
(= HAPPY
[= Happy Lan

G pattern?

flowwer10.tap
flaweer! 1 tap
flowver! 2 tap

0 m an B0 a0 100 130 ()
L

The pattern that is select appears in the window. e

&0
I

100
|

mml2l

Mouse Position (xy)=0 -4 L 732 ymm ‘

Click on the pointer anywhere you would like to lay out e 2okt oo Tecert oo o e fetsteenlFocetee N eesisealeerc R
pattern and double click on any pattern selected from
"File select". Type Letters with keyboard after selecting

0
1

"Letter data folder" when you would like to layout letters.

Note:
Set "Direction" to "Horizontal by start-end" to align
the bottom of letters with the base line when letters in

series are laid out horizontally. ] Fbwm

60
1

a0
I

100
1

w2

Mouse Position (%,¥i={( 916 118 Jmm

o 0 40 &0 20 100 120 140 160 120 (T
. L . L O O . O O i

Set B L "pitch of united patterns" when the pitch between
letters is changed.

Click on pattern and drag it to anywhere you like after ]
the pointer becomes &\ when pattern moves.
Then, the location of pattern is outlined in gray after the

1

pattern moves.

Flowerf

my®
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Stop clicking on pattern and the location is fixed once = TEDRUNIS SNDVODIN: SDPPUNE SRR

location is decided. -

0
1

a0

fi.,

Mouse Position f%,9i=1{ 1858  -114 ymm

When you would like to send the machine the pattern on design layout, T =

= |
click ™ "Send" button.

Select the machine you would like to send the pattern and click

Iz E CS Q__,EE

Send pattern
¥ function sen

g-»
J,EE "Sending button".

Note:
There is no settings such as color change for pattern data created

Close

with pattern layout.

B

"Design layout".

Press "Save" button to save as pattern data and quit

Then transmit pattern data after necessary setting is done such as
the same color change as general pattern data you do.
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Arch style
Lay out united pattern made with the arch form.

0 0 @0 &0 80 100 q
L I L S

Click on united pattern with it selected, bbb bl

and pointer will form like this Iwhen you let it close to —

Center handle.

Flower1

0
1

Center handle

(mm3?

Mouse Pasition %,yi=0{ -432 | -225 ymm

0 n a0 &0 100 ;
. 4 . L L I L0

Drag the pointer to the direction of arrows and adjust arch b

size.
Then, the pattern is outlined in gray after the pattern arches.

-

oweri
oo

0
1

2

mm) |

Mouse Pasition f,yi=10 411 378 mm

Stop clicking on pattern and the pattern formation is fixed .
once arch size is decided. 7

! . i L I L I L I . I . \im),

LA N
% ‘owe’

(mmy 40

Mouse Position (x,y)={ -363 |, -543 )mm
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Angle
Rotate pattern selected.
Rotate both single and united patterns.

0 0 @0 &0 80 100 q
L I L S

Click on pattern with it selected. e

Flower1

(mml

| Mouse Pasition %,yi=0{ -432 | -225 ymm

Put and click on the pointer at either of the four corners of 2w I T
the pattern.

The arrows that indicates rotation direction on handle is
appeared.

(mmjl

Mouse Position (x,yi=( T7.7 , 12 JTmm
Drag the pointer to the arrow direction to adjust the pattern B P
angle.
Then the pattern is outlined in gray after the pattern rotation.
Center handle becomes the center of rotation.

0
1

Center handle

(mmjl

Mouse Postion  (x,¥)=( 774 , 273 imm

o a0 il 60 0 100 (my
1 1 1 L L

Stop clicking on pattern and the pattern rotation is fixed
once angle is decided.

N

om0

| Mouge Position  (x,y)=( 357 , 7.3 )mm
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Addition of User fonts

You can use fonts you create in addition to the standard fonts.

You can lay out your fonts by pressing letters key like standard fonts.
Embroidery pattern software is required to create fonts.

Create fonts based on the following specifications.

Font & Size

Create fonts by every single letter and necessary size per File name list

You can create only letters you need.

You can set any letter size.

Bundled (standard) fonts include 4mm, 7mm, 10mm, and 15mm. Refer to these fonts.

Use standard fonts for "Space" (space for horizontal direction) and "Space V" for (space for vertical direction).

Start point & End point
Set Start point to left edge on Base line and End point to right edge on Base line.
Put color change function at the head of each pattern.

In case the location of Start point and End point are out of body of letters, put jump function code
so that the needle does not drop.

Height of letter

f : f' o ﬁ\ Base line
Start point End point Start point End point

File name & data format

Save each letter named the same file name in the File name table at TAP(HAPPY) or DST(Tajima) data format.
TAP(HAPPY) data format enables you to lay out letter(s) by pressing letter key(s).

Set extension to ".tap" or ".dst" per data format.

(Ex.) Upper_A.tap Upper_A.dst
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Folder creation and save letters

Any name of fonts can be named. = ) HARPY
# 3 Happy Lan

The following example shows folder creation with "NewFont" named for Fonts and
# [y Happylink

folder.
= ) LetterzData
Create new folder named "NewFont" under the "LettersData" folder that includes = ) Gothic
standard fonts and create folders by size under the "NewFont" folder. i) Odmm
The example shows 3 folders for 8mm, 10mm, and 15mm of letter size (height). & O7mm
. . i 10mm
Save letters created in each folder by size. = 15mm
Copy "Space.tap" (space for horizontal direction) and "SpaceV.tap." (space for = (23 Mincha
vertical direction) as letters for space in the standard font folders. 3 0dmm
Space for both horizontal and vertical spaces) is 3mm. = 07mm
The following letters for space are available in the font folder offered as standard “j Emm
I3
when the space at rather than 3mm is necessary. = [ MewFont
I O8mm
SpaseOmm.tap: Omm space at horizontal direction 2 10mm
=5 15mm

Spase1mm.tap: 1mm space at horizontal direction

Spase2mm.tap: 2mm space at horizontal direction
Spase3mm.tap: 3mm space at horizontal direction
Spase4dmm.tap: 4mm space at horizontal direction
Spase5Smm.tap: 5mm space at horizontal direction
Spase6mm.tap: 6mm space at horizontal direction
Spase7mm.tap: 7mm space at horizontal direction
Spase8mm.tap: 8mm space at horizontal direction
SpaseVOmm.tap: Omm space at vertical direction
SpaseV1imm.tap: 1mm space at vertical direction
SpaseV2mm.tap: 2mm space at vertical direction
SpaseV3mm.tap: 3mm space at vertical direction
SpaseV4mm.tap: 4mm space at vertical direction
SpaseV5mm.tap: 5mm space at vertical direction
SpaseV6émm.tap: 6mm space at vertical direction
SpaseV7mm.tap: 7mm space at vertical direction
SpaseV8mm.tap: 8mm space at vertical direction

Copy letter for space you need and rename to "Space.tap" (space for horizontal direction) and "Space.V.tap"
(space for vertical direction).

When you need other space than space offered as standard, compile the letter with embroidery pattern
creation software.

When you put all kinds of letters in the holder by size, its file organization is the same as one for File name
table.

Layout of User Letters

You can use User letters once folder of User letters is ready.
Select data folder of user letters per "Layout the pattern".
Then you can type letters with keyboard.

72|



File name table

72m

Upper_A | Upper_B Upper_C | Upper_D | Upper_E Upper_F Upper_G | Upper_H Upper_| Upper_J
Upper_K Upper_L Upper_M | Upper_N | Upper_O | Upper_P Upper_Q | Upper_R | Upper_S Upper_T
Upper_U Upper_V | Upper_W | Upper_X Upper_Y | Upper_Z Lower_a Lower_b Lower_c Lower_d

f h 1] | k| |
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@ Change of machine Setting (Operation mode)

An Operation mode window opens when it clicks on @ of the watch window.

EEEEDE]

E Remote

ProgiP?  FunciE) Originid  Letterdl)

2 ME ¥ Ny m B DRI A

IO Mame Stitches
3 hpemb 7100

Items of Machine setting

Change of setting that connected with machine are following listed items and functions.
Pattern selection
Needle selection
Adjust
Repeat
Offset
Frame out
Auto origin setting
Locate*

Direct
Create
Letter

(*This function may not be used depending on Model.)

EIP rn selection

For selecting, deleting or renaming a pattern that is saved in the embroidery machine s memory.
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For setting the order in which the needles will be sewn.

A
b Adjust

For editing the scaling, rotation, stitch width adjustment, and coordinate changes in the design.

1y
¥ Repeat

For repeat sewing of the same pattern.

I
¥ Offset

Allows you to set the machine to have a starting position in which the frame may be located offset

from the actual position that stitching will begin. This can allow for easy loading of the frame into the
machine.

'E!'ﬂame_om

This allows you to have the frame move out from under the needles after a certain color / needle has
finished sewing. This will allow for trimming or the application of an appliqu .

'I%ﬂ-' Auto origin setting
When the design is completely finished the frame returns to its original starting position automatically
instead of remaining at the last stitch of the design.

E&' Locate(This button is gray color and you cannot use this function, when the embroidery machine

does not have this ability.)
If the power source of the embroidery machine is shut off, and you changed the drive frame position;
or the machine stopped due to a power outage while sewing, this function enables you to move the
drive frame back to the previous position after turning the power back on.

5 i

Move directly to a stitch or color change point or repeat number in the design.

4

For the basic setup of an embroidery machine.

ALejte_r

Selecting letters from internal fonts in the embroidery machine and stitching them.
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& Pattern selection (Pattern)

When you click on the Pattern control button, the pattern control dialogue is displayed. The current pattern
selected in the embroidery machine is displayed in Bold in the top of the window.

Pattern |E|

05 GREENO1 682522

D | Mame | Stitches |
03 ANMAL2Z 123493
01  ANMAL 123503
GREEND! 652527 =elect
HAPPYMAN 173456
HAPPYEME 173448 Delete
Fename

‘ Close |

Function:

—elect

Selection of pattern
Select a pattern ID. Click on the ID number, and click on Select.

Delate

Deletion of pattern
Deleting the pattern from the machines memory. Click on the ID number, and
click on Delete.
Note: The message of Sure? is displayed. Click on [Yes] to delete.
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Fename |

Renaming a pattern
Entry form of new pattern name will be displayed. Type a new name not to exceed eight letters.
Clickon OK after the entry.

Rename

Input nevr name IGU'I 78

Ok

Cancel
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Il Needle (Needle selection)

Designate the order of needles to be used for embroidering.
Set the needle for every color change of the pattern.
Set the stop command at color change. Machine will stop at color change.
If you change the number of the needle bar after having set a color change stop, the color change stop
will go off. You will then need to reset it.
You can set the sewing speed at the color change.

FHeedle Mo, and Thread color - Meedle Change Stop Mark Heedle Change Stop Set Thread Color Change

Heedle
Meadle number Color
12 11 10 9
1 - Stop
2 r
. SpeedCh
EE ange
4 1 b p g
f* normal
3 E " sph
4] sp " =pl
7 " gp2
< O =pm
5
]
10 HEL
All Zero | 11 P Clpse
Feset Colar change Mo, Meedle bar Mo, Speed-Setting

How to select:

1. Select color change number.
2. Select the color you desire from the number of the needle bars above. Please repeat this process for every
color change number.
Please click Stop and/or Borer if you wish to use these functions. (Only embroidery machines that
have Borers can use this function.)
3. Click on the Set button.

77



Stop (Needle Change Stop Set)
If you click the stop box after you selected the needle, an asterisk [*] will be displayed on the right side

of the needle bar and a color change stop will be set.
The sewing continues to the end of the color and then stops.
Push the start button on the embroidery machine to restart.

Borer (Needle Change Stop Set)
If you click, you will have a [B] symbol on the right side of the needle number. (If you use this

function, you will need to install your boring device on the machine.) Please refer to [Options].

Alteration of speed
You can set a sewing speed at each color change. When you check it, the speed you set is shown.

Normal Normal speed

sph  Cancellation of speed limit

spl Setting of speed limit at about 700rpm (different by machine model)
sp2 Setting of speed limit at about 600rpm (different by machine model)
spm Setting of speed limit at about 300rpm (different by machine model)

Reset
Resets all of the needle numbers to “0” for color changes.

Other settings (stop etc.) will go off also.

Set
Puts the needle setup you selected into effect for the machine.

Close
Close “needle selection “ window your Settings are not applied.

Change Thread color

You use this button for the Thread color change menu. You can change the display color that will

represent each thread color.

78



How to change Thread color

1. Click on the @ Change Thread color button to open a Thread color change menu.

2. Select and click on the needle you wish to change the color of.
3. Select from the color pallet, this will change the needle color.
4. Click on Return to apply your setting.

Meedle number colar

I'. Needle number Color m

|
121 1M 39 8 7 6 5 4

ik
.
L LT T e

BESEE=sz:.
EESSE..
/
V

Calor pallet
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Adjust

Used to set (Scale), (Angle), (Width), and (Convert). Click on the Adjust button, the adjustment menu will
open.

Remote Adjust [Z|
5'::5"'3 50 - 200% %
}{ I J 100 = v [R
- . : . z n
l. ) . |1DD - i Diefault
Angle
-359 - +359degree degree Dot
l. J : Default
Wiclth
-1.0-+1 0mim mrri N
| ' 0 = §
J000000000 J ......... . Default
Conwvert
' ~ -~ ~ ~ ~ ~
P — d o q & L = Default
| Set
Close

You can change the above items in the following ways:
1. Drag the Scrollbar.
2. Input data from your keyboard to the number box.
3. Click on Up/Down button by your mouse.
If you use Convert just click on a direction to rotate and/or mirror the design.
After you have finished inputting and click on [set], these functions will be set in the embroidery
machine.
NOTE: When you sew after having set the stitch width, it is possible that an error could occur at the final point.
If this occurs, please return the stitch width setting to 0.0 .

[Function and adjustment]
Scale
The machine scales in X and Y directions for every 1% proportionately.
Scale adjust X side (Scale X) 50~200 %, Original size: 100 %
Scale adjust Y side (Scale Y) 50~200 %, Original size: 100 %

Angle

With the start point of the pattern as a pivot point, the design changes angle in 1-degree increments.
Angle: -359~359 degree, Original size: 0 degree
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Width

The machine adjusts satin stitch width in a design within range of —4.0~1.0mm in increments of 0.1 mm.
Width -1.0~1.0mm

Convert

Using the start point of the pattern as a pivot point, the design changes angles in 90-degree increments
and it mirrors the design too.

8 patterns can be set with reference to "P".
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13 Repeat

You can repeat the same design in the X and Y direction automatically. If you click on the repeat button, the
Repeat menu will open.

Remote Repeat E'
Fiece
. 1-30piece
x L r = RR
= i — YR R
Y J --------------------------- ! = R:{R Default
Space
—QQQQ—+QQQQHWH: MM R R
I ) IIIIIIII § 100 - R R
! 70 = Yl[i;_fe Default
Friority
R<R
EX oy "RER;
ER Default
Set
Close

You set the number of pieces for the X and Y direction, and the space between each design, and the Priority on
the start direction.
You can change the above items in the following ways:
1. Drag the Scrollbar.
2. Input data from your keyboard into the number box.
3. Click on the Up/Down button by your mouse.
After you have finished click on [Set] to load this function into the embroidery machine.

[Function and adjustment]
Piece
Set the number of pieces in the X and Y direction.
Pieces: X 1~30 pieces
Pieces: Y 1~30 pieces

Space
This sets X and Y distances between the start points of each pattern, when repeat are used. When a positive
value is input, the machine sets each repeat toward the right or upward. If a negative value is used it will move
to the left or downward.
Space: X -999.9~999.9mm
Space: Y -999.9~999.9mm
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Priority
When sewing more than 2 pieces in the X or Y direction, a priority must be set to determine which piece to
start first.
Priority: X - Left/Right, Y - Top/Bottom
X direction: horizontal direction is the first priority, and vertical direction will be the second.
Y direction: vertical direction is the first priority, and horizontal direction will be the second.
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by Offset

The embroidery machine will start sewing after the drive frame is moved from a position where the offset is
designated to the start point of the pattern. When you click on the offset button, the Offset Menu will open.

b |D A |EI

Feset ! I% &

Set

Close

Please input numbers from keyboard.
Please set move distance to start point of pattern with start point of the drive frame as base point.

How to set offset
Example)

'l Paosition of start
B of frame
™, (hase point)

Y-100

W50 Position of start
of pattern

1. Please input X: 50, Y: -100.
2. After you have finished entering the numbers and click on [Set], this function will be set in the
embroidery machine.
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s Frame out

After you have sewn a designated color in the pattern, the drive frame will automatically move to a frame out
position to stop. When you restart it, the frame will move to the normal position and continue to work.

FRMOUT X
Y 1100 Feset |
i o
¥ 3
i i
1 7 4
7 - WV Frame out
apd
4 1M1 @
.............. : E i
6
F
s I
gl 4
" -
: —_—
Close

Input the frame out distance from the keyboard. Next you select a color change number and click on
[Frame out]. The @ symbol will appear on the right side of the needle number.
With the start Point of the pattern as the base point, please set the move distance to the frame out position.
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How to set frame out
Example1

Position of
Frame out | =~

W 240 ., ‘
"

#1480 Position of start
of pattern

1. Please input X: -150, Y: 250.

2. Click on the color change number you want set to make the frame out.

3. Click on [Frame out]. When this function is set, an @ mark will be added to the needle bar number.
4. When you click on [Set], this function will be set in the embroidery machine.

Example 2. easy setting cautions [ of an input ]: -- it is necessary to perform the clauses 2-4 of
Example 1 after a setup

m
0 & @& @
'

i e

A check of a check button sets up the regular value.

| ¢ [-100 ¥ [100

@]K
.X:100 out of which a frame comes to this side left-hand side, and Y:100 are set up at the time of a frame-out.
"
]
.X:0 out of which a frame comes to the front, and Y:100 are set up at the time of a frame-out.
'y

.X:-100 out of which a frame comes to this side right-hand side, and Y:100 are set up at the time of a frame-out.
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Auto origin setting ﬂﬁ'
ON: If you select ON, the frame returns to its original position automatically after the sewing is finished.
OFF If you select OFF, the frame will not returns to its original position after the sewing is finished.

Function will be set with click on SET .

Note: When offset is set, this will return to offset position.

Auto origin

Auto origin

Set

Close
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& Locate

Note: This function may not be used depending on Model.
(This button is gray color and you cannot use this function, when the embroidery machine does not
have this ability. HCS machine does not have this ability.)

If the power source of the embroidery machine is shut off, and you changed the drive frame position; or the
machine stopped due to a power outage while sewing, this function enables you to move the drive frame back
to the previous position after turning the power back on.

When you click on drive frame position button, the Locate menu set scene is shown.

LOGATE [X]

Please input the frame position by pattern and store it with the design in memory.
Caution: DO NOT USE THIS FEATURE WITH CAP DRIVERS ON THE MACHINE.

[Entry]:
This is function to register original point of the present pattern.
1. Preparation of the embroidery machine:
Please determine position of original point before making registration.
a) Please move the drive frame back to original point with the original button.
b) Push Shift and 0 the machine to set the origin point.
2. Click on [Entry] icon. (Message: As CAUTION! (Move frame) appears, Click on [OK].)
3. Be sure the frame path is clear. Then push the [Start] button on the machine . (The
drive frame will move to this side to the right and return to previous position to finish
registration.)

[Return to Origin]: Now if you have a power failure. You can return to the origin point with Return to ORIGIN
1. Preparation of the embroidery machine:
Before turning the machine on, be sure the main shaft position is on C - Point . In addition,
please
turn power of the embroidery machine on and press thread cut button to cut threads.
2. First, click on [Return to Origin] button. (Message: CAUTION! (Move frame) appears, Click
on [OK].)
3. Be sure the frame path is clear, and then push [Start] button on the machine. (After the drive frame
moved to this side to the right, Frame will move automatically and return to origin point.)
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[Repair]:
Now if you have a power failure, you will be able to return to the previous stitch sewn.
1. Preparation of the embroidery machine:
Before turning the machine on, be sure the main shaft is on C-point . And, please turn power
of the embroidery machine on and press thread cut button to cut thread.
2. Click on the [Repair] icon. (Message: CAUTION! (Move frame) appears, Click on [OK].)
3. Be Be sure the frame path is clear, and then push [Start] button on the machine.
(After the drive frame moved to this side to the right, the frame will automatically move to the last stitch
sewn.)
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% Direct

This function moves the frame to the position, which is a stitch number or a color change number.

DIRECGT

Method 1 Stitch IE

—_—

Method 2 Change

Action

Zlose

Select with button of either Method 1 or Method 2.
Method 1, By pointing out the number of stitch, the machine will move the frame to that position.
Method 2, By pointing out the color change, the machine will move the frame to that position.

Input the number from your keyboard in either way. After that, Click on the Action .

The message of Attention. Frame will move. is displayed. Be careful, as the frame will move after
clicking on [OK].

-
= Meszaege

Attention! Frame will maove.

Cancel |

Note:
There is no setting by the repetition number.
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I Create

This sets the basic settings of the machine.

You can change these settings by clicking on each. If you need to input data, you can input from your

PC or by adjusting the slide bar or Up/Down button in the menu.

Note some items require set to be clicked on to activate them. Click on Close to go back to the previous

menu.

You can click on [Default set] to change all items to their default values.

Note: This function may not be used depending on Model. Set with machine side that are not displayed at this window.

Create

™ 1. Keep null stitch{CHG ) [ 12 Stitch sweeper

13.Sweepn length

'_JD4 ﬁ Set

[ 2.Skip null stitch

[ 3.Combine jump
[ 14 Full length cut
v 4 Thread break back

I 15 Long lock stitch
5 Width data limit

JWi et

16.Cata Format

* Auto
v B.Convert Cap " Taj / Hoy
[ 7.CQuick start mode # i
" Fsk
v 83 Auto thread cut
8 Cut at jump data 17 Trace type
'.._..J. P = ﬂ Set  Jutline O Sguare

[ 10.Cut at null jump W 18 Lock stitch at start

18.\Width data all

[ 11.Change iz always cut | [ |
(I B AR I | EI

i‘ Set

Default set ‘

Close

X]

1. Keep null Stitch (CHG.)

When the machine reads the data. it reads all jump stitch data including the jump stitches that are

sewn before a color change.
Null stitches are stitches that have no movement.
2. Skip null stitch

When the machine reads the data, it reads only jump stitches that are sewn before the color
change or that have movement. When reading in pattern data. the machine reads all data except for

jump stitches other than jump stitches before a color change.

3. Combine jump

When the machine reads the data, if there are a series of jumps, it will combine the series of jumps into

one movement after adjusting the data to be less than 12.7 mm.
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4. Thread break back
When the thread breaks, the frame moves back a few stitches and then the machine stops.

5. Width data limit

This controls the maximum stitch length to 13mm at the default. If a stitch exceeds 13mm, it will then
turn into a jump stitch to reach full stitch length. This number should be lowered if you are using caps or
heavy garments.

6. Convert Cap
When the cap drive is installed in the embroidery machine, the machine will turn the design upside down.
(Only for embroidery machines with this function)

7. Quick start mode
After thread cut, or
After three stitches the machine speed increases.
If not three stitches then after five stitches, the machine speed increases.

8. Auto thread cut
Automatically cuts when a trim code is detected.

9. Cut at jump data
When a series of continuous jumps exists in the design data; for example, three jumps, the machine will
trim the thread before the jumps.

10. Cut at null jump
If there is one stitch of null (empty) jump in the design data and more than one stitch of jump thereafter,
the machine will trim the thread before the null jump.

11. Change is always cut
This will force machine to cut at any color change, even if there is not a trim code inserted at the end of

the color. Then the machine will trim even if the color change is set to the same needle.

12. Stitch sweeper

When the machine reads the data, it removes extremely short stitches that can cause thread
breaks.

13. Sweep length
The width of the stitch sweep. Stitches shorter than the specified length or width will be removed.

14. Full length cut
The machine trims upper thread to a longer length.

15. Long lock stitch
Sets the lock stitch length longer.

16. Data format
Determines the data format when the machine reads the data disk or design.

The default setting is Auto, but you can select others if the design could not be read correctly, and read
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the data again.

Auto : Automatic judge (Normal setting)
Taj / Happy : Tajima, Happy Trinary data type
Brd : Barudan Binary data type

Zsk : Zsk Binary data type

17. Trace type
Select design trace type.
Outline which will show the rough outline or maximum size of the design or
Square this moves the frame in a square around the maximum design area.

18. Lock stitch. At start
Machine inserts a lock stitch before and after a thread trim automatically.

19. Adjust width all pattern

Puts width data limit setting into effect for all designs.

It adjusts the width of the satin stitches for all patterns that are saved in the embroidery machines
memory. It becomes the first priority. (Rather than stitch width of [adjust].)

20. Trace

(Design trace)

By outlining the pattern or its maximum size, and moving a frame, you can check the actual size and its
position. Select Make trace data to trace.

(Only for an embroidery machine with this function.)

21. Make trace data

Build design trace data.

This function will make the trace data when the machine reads the pattern into memory. Select Make
trace data to be able to use the trace feature.

(Only for an embroidery machine with this function.)

22. Wide cap mode
You can use Wide cap frame on the HCS-1201 machine only using HAPPYLink software version A2.**.
(If your HAPPYLink software version A1.**, you can use semi wide cap frame only.)
You make select mode "Wide cap" or "Semi wide cap" on machine side. HAPPYLink may show your
selection. (Machine responds best machine condition for Wide cap design when you select "Wide cap"
mode. And in case of changing mode, please re-turn on HAPPYLink after re-turning on HCS machine.)
Check off: Normal for Semi wide cap frame
Check on: Wide cap mode (Sew field 290 X 70 mm)

23. All head mending

This feature is designed for multi-head machines, if it is set to NO only the head with the thread break
will mend. If it is set to yes all heads will mend at a thread break.

(Only for an embroidery machine with this function.)

24. Slow mend out
For multi-head machines, when mending finishes and all heads start to sew again, the machine speed
decreases to help the first few stitches be sewn. (Only for an embroidery machine with this function.)
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A etter

The embroidery machine has characters stored in it.
Note: This function may not be used depending on Model.

Set
Font Fort size
& Style A ~ 15mm
 Style2 A “ 10mm
= Tmm
C Styled 4 & i
Limit of area

— .8 Hm ABC

You need to determine the proportions of the font and the size of the characters as well as the length
of a line.

Please input characters from the keyboard. You can put in up to 15 characters maximum.

Regarding which characters you can input please refer to the instruction manual for your embroidery
machine.

When you click on [Set], it will be set in the embroidery machine. The characters are saved as the
pattern in the machine. In Addition, the name of the pattern is the first eight characters typed.
When the length of a line is larger than that designated by the area selection, an error massage
(Area Over) will appear. In such a case, reduce the number of characters; lengthen the line or both
to clear the error. (Refer to the instruction manual of the machine, too.).

Explanation of items to be selected
Selection of font (Font) Selection is to be made from Style1, Style2 and Style3.

Selection of size (Size)
15mm
10mm
7mm
4mm

Selection of area (Area) This is to determine the line length (0 - 290mm) of the characters.
Note: When the area is set to 0, the space between the characters will become 0.8mm.
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View the production data (HCS, HCD, HCR)

You can view, print out, and output the file of the production data that is collected if your machine has these
features.

When you select in the menu, the production data dialogue is displayed.

EMB10

(@ ==Y

¥ 3 hpemb 7100 Ha Pd
D L RCHETT
EYH HCS-C

Log-in 7i20/9:41 PN
Log-out 712009:39
Log-in T12009:36 &

EMBI10 detail (%]

ID? 202005 AMOS:41:41

Close |
B|§|§|<’| E 2 Set |
Running-time Still-time Operating-rate
IM min. ID min. IDDD— %
Head |Production [Thread break |Perhour  |Per Bhours |Per 18hours
L4 0 0 0 0 0

Productsi{Machine total)
—-d
B|s|8| . ; .
— 1]
Log-in 7RI
Log-out 7120939 — Eachhead
Log-in 7/20/9:36
Log-out 7120/9:24
Log-in 7/20/9:23
Log-out 7/20/3:20 i 1ot e e ee C e e aEEa e SoC oo
Log-in 7/20/9:19 7
0
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Function of production data dialogue

Head Head number of an embroidery machine. It shows each head number of the  embroidery machine.
Production Production capacity.
Thread break Thread break frequency.
Per hour Production capacity in an hour.
Per 8 hours  Production capacity in an eight hour shift.
Per 16 hours Production capacity in an sixteen hour time frame
Still-time:
Interval.
The time when the operation of the embroidery machine is stopped.
Running time:
Operation hours.
The time until operation stops after the start button of the embroidery machine is pushed and
operation is begun.
Operating rate:
The rate of operation.
Running time = Operating rate / total time
Total time is the time until the embroidery machine is turned off after it is turned on.
Total time = Running time + Still-time

Reset all data.

Save the data in a CSV file.

Print out the data.

03 |0 @ e

Setting up of printer.
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View the production data (HCH, HCS2, HCD2, HCR2)

You can view, print out, and output the file of the production data that is collected if your machine has these
features.

FROT

h""_"l‘

9r4115:24
0i4i12:42
Oi4M12:42

.
40166 | [182168.1.10 ’g
7891 19216612 | presk |

Production data

Last 10 records of following production data will be displayed.

[Power ON]
[Power OFF] The time when machine main switch is turned off
[Embroidery Stitches] The number of embroidered stiches while main switch is turned on

Select in the menu, the production data dialogue is displayed.

The time when machine main switch is turned on

Power QN Fower OFF Embroidery Stitches =
M 2013/08/27 12:45:52 2013/08/26 21:55.27 0
2 2013/08/26 151257 2013/08/26 15:13:52 450
3 2013/08/26 15:04:31 2013/08/26 15:10:06 3350
4 20060101 12:00:15 2013/08/22 13:46:29 5500
5 | 2013/08/20 09:18:56 2013/08/20 09:30:07 65
B | 2013/08/20 08:32:57 2013/08/20 09:07:09 93
7 20060101 12:22:12 2013/08/19 14:32:52 2547
g8 | 20060101 14:39:14 2013/08/09 16:47:03 2
9 | 20060101 13:49:26 2008/01/01 13:51:01 251
10| 20060101 13:17:18 20060101 13:42:43 224
Total | 2006/01/01 13:15:52 2013/08/26 21:55.27 19580

08/2772013 AnOZ:19:55

Note: In case you have communication problem between PC and embroidery machine, please check if
the latest machine program is installed in your embroidery machine.
Then, install latest program if the machine still have old version.
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Machine information

Machine information will be displayed on the lower section of the window.
Displayed date and time are based on data from embroidery machine.

Still-time (min.)

08/27/2013 AMO9:24:30

1104

Running ratio

Current Date and Time

Still time
Running time
Operating rate

Display switching button

Production data

Function button

Running time (min.)

Reset

Detailed production

Save the record

in CSV format

Print out

The non-operation time after main switch is turned on.
The operation time from start button is pushed till embroidery is stopped.
Operating rate = Running time / total time

/ Record of error message

Change display method of error record

Record of thread

Setting up of printer

Deletion of data Close production data window
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Detailed production data

You can view following detailed production data for each user. (Max 4,096 data)

[No.]

[User ID]

[User Name]*1
[Machine Name]
[Design ID]
[Design Name]
[Stitches]
[Output]

[Start of Design]
[End of Design]
[Total time]

[Run (min.)]
[Pause (min.)]
[Power OFF]
[Power ON]
[Power OFF time]
[Run Ratio]
[Pause Ratio]

[Productivity/hour]

Number

(min.)

Running time (min.)

:Sequence number of the records

:The ID number of embroidery machine operator

: The name of embroidery machine operator

: The embroidery machine name of embroidery design

: The ID number of embroidery design

: The name of embroidery design

: The number of stitches of embroidery design

:Quantities of production

: The time embroidery is started

: The time embroidery is completed

: The total required time (minutes) to complete the embroidery design
The time period from machine power on till machine power off
: The machine running time to embroider the design

Pause time (min.) : The pause time in the middle of embroidery

(min.)

Operating rate (%)

(%)

: The time main switch is turned off

: The time main switch is turned on

: The elapsed time while main switch is turned off.
: Running time / Total time

: Pause time / Total time

: Quantity of the production per hour

[Thread Break] Number of thread breakage :The number of thread breakage within one production cycle

[Error]

Number of error

[Interval] Interval time (min.)

: The number of error message within one production cycle

: The time period from machine power on till start of embroidery
or the time after completion of embroidery until it starts the next
embroidery.

*1 : When machine main switch is operated (On/Off), “Power off <> on” will be displayed in “User Name”

section.

to display “Detailed production data”.

i1 PROT detail ~1alx=]
CEL 5 BlslElel cose_|
Mo, |User 1D |User Mame |Machine Mame Design ID.  |Design Mame|Stitches |Output|¢|
440 Power Off <= Cn SAMPLE MAC
: 441 Power Off <> Cn SAMPLE MAC
442 Power Off <= On SAMPLE MAC
» 443 oo1 2t SAMPLE MAC 040 24025 23001 C
: 444 Power Off <> Cn SAMPLE MAC
445 Power Off <= On SAMPLE MAC
I 446 0oo Orwirier SAMPLE MAC 040 24025 23001 C
: 447 Power Off <> Cn SAMPLE MAC
448 0oo Orwiriet SAMPLE MAC 040 24025 23001 C
: 449 Power Off <= Cn SAMPLE MAC
: 461 Poweer Off <> On SAMPLE MAC
462 Power Off <= On SAMPLE MAC -
all of
Still-tirme Running-tirne Operating-rate
|08/27/2013 AMOB: 36: 23 [1104 o 0 00 " ﬁl
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Record of thread break

This function will show thread break data of each needles.
In case of Multi-head embroidery machine, data line for each head will be displayed.

Push - to display “Record of thread break”.

| [Head Mo | Needle 2 |Meedle3  [Meedle 4 [Needle5 [Needle6  [Needie7  [Needles

B Headt

Total 1 ] 1] 1] o ] ] 1]

The number of error message

You can view the total number of each error messages which is occurred in the embroidery machine.
L o

.
Push to display the number of error message.

o E

Error Mo Count
4

E-001
E-002

E-003
E-004
E-005
E-006
E-007
E-008
E-009
E-010
E-011
E-012
E-013
E-014
E-015
E-016
E-017
E-018
E-019
E-020
E-021
E-022

O 0000000000 == 0000 = = N= = =

08/27/2013 AMO9:24:30 1104 0 0.00
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The date and time of error message

You can view code and time of the error message and last 100 times of the data will be held.

Date =

2006/01/01 14:04:53 ’7
002 EOS0 | 2008/01/01 12:00:48
003 E050 | 2006/01/01 12:00:30
004 EO50 | 2006/01/01 12:00:43
005 EOS0 | 2008/01/01 12:00:23
; e et e
| 021 E-084 201300813 10.21:57
| 022 E-071  2013/08/13 10:21:53
| 023 E-074  2013/08/18 10:21:50

0372772013 AMOS:32:34

Save the record in CSV format

You can save the displayed records in CSV format.

Display the records which you prefer to save and push u

Following dialog will be displayed then, please enter file name and save the data in CSV format.

Shared Music
Shared Fictures

File name: IStitchRepDn_HCDE_Em 3ms
Save as type: ICS\»’(“.CSV) LI Cancel |

4
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Print out

You can print out the displayed records.
To make sure that the correct printer drive software has been installed on your PC.

Please select n and display the records which you prefer to print out then, follow the dialog for print out.

Production data

Simple embroidery record Page 1
20131015 AM1D:41:02

Mo. Powsr ON Power OFF Embroidery Stitches
1 1900V02/04 17:36:51 1800/02404 17:26:07 o

2 190001415 02:14:43 1900/01/15 02:49:54 22

3 1900v01408 13:38:05 1900/01/08 19:14:02 94

4 190001403 20010:31 1900/01/03 22:19:20 7042
5 1900v01403 20:03:50 1900/01/03 20:07:20 175

g 2013/08/08 12:41:49 2013/08/08 12:28:33 5919
7 2013/08/02 10:46:59 2013/08/08 11:36: 3 1242
3 2013/08/07 13:36:20 2013/08/07 12:17:48 3963
] 20130807 13:15:14 2013/08/07 16:07:40 1780
10 2013/08/07 03:34:08 2013/08/07 05:36:50 123
Total 20130531 11:24:54 1900/02/04 17:26:07 285715

Detailed production data

The list will be separated as 3 pages to print out all items.

The items [No.], [User ID], [User Name] and [Machine Name] will be printed to all pages.

When machine main switch is operated (On/Off), the time data will be printed in [Start of Design], [End of
Design] and [Total time (min.)] section.

0

Production information detailed data Page 1
2013/1015 AM10:43:10

No.User ID _User Name Machine Name Design ID _ Design Name Stitches Output
1 004  User HCD2 002 A 708 2
2 004  User HCD2 002 A 706 2
3 004 User HCD2 003 B 329 0
4 Power Off © On___ HCD2

5 004  User HCD2 003 B 329 2
6 004 User HCD2 002 A 706 2
7 Power Off < On _ HCD2

8 Power Off © On  HCD2

9 Power Off = On _ HCD2

10 Power Off © On HCD2

11_003  Name HCD2 002 A 706 0
12 003 Name HCD2 002 A 708 1
13 003 Name HCD2 002 A 706 2
14 003 Name HCD2 002 A 706 2
15 003 Name HCD2 002 A 706 2
16 003 Name HCD2 002 A 708 2
17_003 __ Name HCD2 002 A 706 4
18 003  Name HCD2 002 A 708 B
19 Power Off = On _ HCD2

20 Power Off < On  HCD2

21 Power Off © On  HCD2

22 003 Name HCD2 002 A 706 B
23 Power Off © On___ HCD2

24 Power Off < On  HCD2

25 Power Off © On  HCD2
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Production information detailed data Page 14
201310115 AM10:42:12
No.User ID _User Name Machine Name Start End Total(min.) Run{min.) Pause(min.)
1004 User HCD2 201305/31 13:13:30  2013/05/31 13:14:31 1.02/min 0.97/min__0.05/min
2 004 User HCD2 2013/05/31 12:14:52  2012/05/31 13:15:45 0.88/min 0.88/min__0.00/min
3 004 User HCD2 2013/05/31 13:16:36  2013/05/31 13:16:36 0.00/min 0.00Vmin__0.00/min
4 Power Off « On__ HCD2 2013/05/31 13:16:53  2013/05/31 13:17:19 0.43min
S 004 User HCD2 20130531 12:17:40  2012/05/31 13:17:55 0.25/min 0.25/min__0.00/min
6 004 User HCD2 2013/05/31 13:119:40  2013/05/31 13:20:33 0.88/min 0.88/min__0.00/min
7 Power Off < On__ HCD2 2013/05/31 19:20:03  2012/06/01 14:.09:48  1119.75/min
8 Power Off = On_ HCD2 201305/31 19:30:03  2013/06/01 14:11:44  1121.68/min
9 Power Off = On_ HCD2 2013/05/31 19:20:03  2012/06/01 14:35:26  1145.28/min
10 Power Off o On__ HCD2 2013/05/01 14:35:35  2013/06/01 14:37:36 2.02/min
11_003  Name HCD2 2013/05/01 14:28:32  2012/06/01 14:39:28 0.93min 0.93/min__0.00/min
12003 _ Name HCD2 2013/065/01 14:40:08  2013/06/01 14:41.04 0.93/min 0.93/min__0.00/min
13 003 Name HCD2 2013/05/01 14:41:23  2012/06/01 14:42.25 0.93/min 0.93/min__0.00/min
14 003 Name HCD2 2013/05/01 14:43:16  2012/06/01 14:45.04 1.80/min 1.80/min__0.00/min
1S 003 Name HCD2 2013/065/01 14:46:03  2013/06/01 14:48:14 2.08/min 1.87/min__ 0.22/min
16 003 Name HCD2 2013/05/01 14:48:35  2012/06/01 14:51:51 2.27/min 1.7%min__ 0.53/min
17 003 Name HCD2 2013/05/01 15:10:39  2013/06/01 15:12:42 2.05/min 1.85/min__0.20/min
18 003 _ Name HCD2 2013/05/01 15:17:53  2012/06/01 15:20:36 2.72/min 1.8%min__0.88/min
19 Power Off < On__HCD2 2013/05/01 15:34:58  2013/06/01 15:50:55 15.93/min
20 Power Off < On__ HCD2 2013/05/01 16:10:08  2012/06/01 16:11:05 0.95/min
21 Power Off = On__ HCD2 2013/06/01 16:16:32  2013/06/01 16:17:31 0 98/min
22 003 HCD2 2013/05/01 16:19:53  2013/06/01 16:21:44 1.77/min 1.77/min__0.00/min
23 Power Off <» On  HCD2 2013/05/05 14:28:57  2012/06/26 10:15:32  20985.58/min
24 Power Off <> On__ HCD2 2013/06/05 14:29:57  2013/06/26 10:17:43  29987.77/min
25 Power Off <» On  HCD2 2013/05/05 14:28:57  2012/06/26 10:18:53  29988.9%/min
Production information detailed data Page 27
20131015 AM1D:42:14
No.User ID User Name Machine Name Run(%) Pause(%)  Productivityh Tresd bresk  Error Interval{min.)
1004 User HCD2 95.08% 4.92% 118.03h 0 0 0.35/min
2 004 User HCD2 100.00% 0.00% 135.85h 0 0 0.85/min
3 004 User HCD2 0.00% 100.00% 0.00'h 0 0 0.28/min
4 Power Off © On__ HCD2
S 004 User HCD2 100.00% 0.00% 450.00h 0 0 1.75/min
6 004 User HCD2 100.00% 0.00% 135.85m 0 0 369.50/min
7 Power Off = On __ HCD2
8 Power Off = On__ HCD2
9 Power Off < On__ HCD2
10 Power Off © On__ HCD2
11003  Name HCD2 100.00% 0.00% 0.00h 0 0 0.67/min
12_003 Name HCD2 100.00% 0.00% 64.29Mh 0 0 0.42/min
13 003 Name HCD2 100.00% 0.00% 128.57m 0 0 0.85/min
14 003 Name HCD2 100.00% 0.00% 66.67h 0 0 1,08/min
1S 003 Name HCD2 89.60% 10.40% 57.60M 0 0 1.35/min
16 003 Name HCD2 76.47% 23.53% 52.94h 0 0 18.80/min
17 003 Name HCD2 90.24% 9.76% 117.07h 0 0 $.18/min
18 003 Name HCD2 67.43% 32.52% 38.34Mh 0 0 14.33/min
19 Power Off = On  HCD2
20 Power Off < On__ HCD2
21 Power Off < On__HCD2
22 003 Name HCD2 100.00% 0.00% 135.65h 0 0 5643 22/min
23 Power Off <> On _ HCD2
24 Power Off <> On  HCD2
25 Power Off <» On  HCD2
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The record of thread break

Thread break record Page 1

201301015 AM1D:4TAT

96h

Head Mo Mdl 1 Mdl2 Mdl2 MNdl4 NS N6 NdI7T MNdld Ndlg  MNdl 10 MNdl 11 Ndl 12 Mdl 12 Mdi14 Mdl 15 Total
Head 1 1] 0 0 0 0 o 0 0 a a a 0 0 0 0 o
Total 1] 0 0 0 0 o 0 0 a a a 0 0 0 0 o

The time and number of error message
Ermor Log Page 1

20131015 AM10:43:23

Emor_Date Emor_Date Emmor Count  Emor Count  Emor Count  Error Count Emor  Count
E-141 1900/01/20 01:47:27  E-104 1500/01/25 01:54:41 E-000 0 E-DED 3 E-120 0 E-130 0  E-240 0
E-116 1900/01/20 01:43:30  E-104 1900/01/23 01:53:.04 E-001 0 E-DE1 10 B 0 E-131 0 E241 0
E-141 1900/01/30 01:43:14  E-104 1900/01/25 01:45:05 E-002 0 E-Da2 a2  E122 0 E-132 0 E-242 o
E-141 1900/01/20 00:42:51  E-111 1900/01/23 01:18:02 E-002 0 E-D&3 a_ E-123 0 E-133 0 E-243 0
E-110 1900/01/30 00:40:40  E-110 1900/01/25 01:15:02 E-004 0 E-D&4 3  E-124 0 E-134 0 E-244 0
E-141 1900/01/20 00:20:15  E-111 1900/01/27 23:34:28 E-005 0 E-D&5 a  E-125% 0 E-135 0  E-245 0
E-141 1900/01/20 00:20:02  E-116 1900/01/27 23:34.00 E-008 0 E-DE6 o E-128 0 E-136 0 E-246 0
E-141 1900/01/30 00:11:13  E-141 1900/01/27 23:32:00 E-007 0 E-D&7 11 EA127 0 E-137 0 E-247 o
E-141 1900/01/28 23:59:58  E-116 1900/01/27 23:31:28 E-008 0 E-D&8 a  E-128 0 E-133 0  E-243 0
E-141 1900/01/28 23:58:15  E-141 1900/01/27 23:31:24 E-009 0 E-DE8 2 E-12% 0 E-13% 0 E-249 0
E-114 1900/01/28 23:54:52  E-116 1500/01/27 23:31:07 E-010 0 E-O70 a4  E-130 0 E-150 0  E-230 0
E-024 1900/01/28 23:31:17  E-141 1900/01/27 23:30:42 E-011 0 E071 o E-131 1 E-131 0 E-251 0
E-D24 1900/01/25 23:30:36  E-141 1300/01/27 23:30:21 E-012 0 EDO72 a4  E-132 0 E-132 0  E-232 0
E-D24 1900/01/28 23:30:17 _ E-116 1900/01/27 23:29:54 E-012 0 E-O73 a  E-133 0 E-133 3 E-253 0
E-024 1900/01/25 23:30:08  E-114 1800/01/27 23:28:48 E-014 1] E-074 a E-134 1] E-154 1] E-234 o
E-021 1900/01/28 23:29:47  E-112 1500/01/27 20:31:30 E-015 0 E-O75 a  E-135 0 E-135 0 E-235 1
E-024 1900/01/28 23:24:02  E-114 15900/01/27 20:22:0% E-016 0 E-O76 a  E-138 0 E-136 0
E-024 1900/01/28 23:23:58  E-110 1500/01/27 20:20:58 E-017 0 EO77 a  E-137 0 E-157 0
E-D24 1900/01/28 23:23:36  E-141 1900/01/27 20:19:57 E-018 0 E-O78 a  E-138 0 E-133 0
E-024 1900/01/28 23:21:56  E-110 1900/01/27 20:19:36 E-019 0 EO78 a  E-13% 0 E-138 0
E-024 1900/01/258 23:21:50  E-110 1900/01/27 19:42:08 E-020 0  E-DaD d  E-140 0 E-200 0
E-024 1900/01/28 23:21:41  E-112 1900/01/25 00:28:50 E-021 6  E-081 a  E141 32 B2 0
E-024 1900/01/28 23:21:37  E-112 1900/01/25 00:31:07 E-022 0 E-Daz a  E-142 0 E202 0
E-024 1900/01/28 23:21:32  E-112 1500/01/25 00:26:117 E-023 0 E-Da3 a  E-143 0 E-203 0
E-024 1900/01/28 23:21:25 E-116 1900/01/24 23:57:1 E-024 35 ED84 a  E-144 0  E204 0
E-D24 1900/01/28 23:21:14  E-116 1500/01/24 23:53:47 E-025 0 E-Das d  E-145 0 E-205 0
E-024 1900/01/28 23:21:07  E-116 1900/01/24 22:28:44 E-028 0 E-D3& a0 E-148 0 E-206 0
E-024 1900/01/28 23:21:04 E-116 1900/01/24 22:25:41 E-027 0 E-Da7 a  E-147 0 E207 0
E-024 1900/01/28 23:21:00 _ E-116 1500/01/23 20:48:18 E-028 0 E-Da3 d  E-143 0 E-203 0
E-024 1900/01/28 23:20:53  E-116 1900/01/23 20:45:03 E-029 0 E-Das a E-14% 0 E-208 0
E-D24 1900/01/25 23:20:43  E-112 1500/01/23 02:13:27 E-020 0 E-DS0 a4 E-150 0 E-210 0
E-024 1900/01/28 23:20:38  E-112 1900/01/23 02:13:22 E-031 0 E-0%1 a0 E-151 0 E-211 0
E-024 1900/01/28 23:20:30 E-112 1900/01/23 01:45:43 E-032 0 EDe2 a2 E-152 0 E212 0
E-024 1900/01/28 23:20:26  E-112 1900/01/23 01:15:50 E-033 0 E-DS3 a  E-153 0 E-213 0
E-024 1900/01/28 23:20:20  E-116 1900/01/22 20:02:23 E-034 0 E-0%4 o E-154 0 E-214 0
E-024 1900/01/258 23:20:12  E-116 1500/01/22 20:02:17 E-035 0 E-0%5 a _ E-155 0 E-215 0
E-024 1900/01/28 23:20:01  E-116 1900/01/22 20:02:13 E-038 0 E-0%6 a0  E-158 0 E-218 0
E-024 1900/01/28 23:19:52  E-112 1900/01/22 19:53:46 E-037 0  ED087 a  E-157 0 E217 0
E-024 1900/01/28 23:153:28  E-112 1500/01/22 19:53:41 E-028 I = ] a  E-158 0 E-213 0
E-024 1900/01/28 23:18:11  E-112 1900/01/22 19:53:38 E-039 0 E-0%8 a0 E-15% 0 E-218 0
E-024 1900/01/28 23:12:45 E-040 0 E-100 d  E-180 0 E-220 0
E-021 1900/01/28 23:11:51 E-041 0 E-101 a _ E-181 0 E-221 0
E-024 1900/01/25 23:10:32 E-042 0 E-102 a E-182 0 E-222 0
E-021 1900/01/28 23:10:25 E-042 0 E-103 a4  E-163 0 E-223 0
E-024 1900/01/25 23:08:42 E-044 1] E-104 [ E-164 1] E-224 1]
E-D24 1900/01/25 23:05:34 E-045 0 E-105 a E-185 0 E-225 0
E-021 1900/01/28 23:08:23 E-045 0 E-106 a4 E-168 0  E-226 0
E-024 1900/01/28 23:07:56 E-047 0 E-107 a  E-167 0 E227 0
E-024 1900/01/28 23:07:07 E-048 0 E-108 7 E-163 0  E-223 0



LAN monitoring

Enable to display port number and IP address at the bottom of Operation mode window.

o/ 3 hpemb 7100 FHd Pd

TI2009:41
Log-out TI2009:39
Log-in Tr2009:36

Client |7910 182168110

Reset
Semar |7891 192.168.1.1 ﬁ-

Mode can be changed at "Configuration" window.

Environment options

Configuration | Basic setting Mode Designfnlderl

Mode select

i+ Marmal

= LAN mmonitor

Machine port number, Machine IP address, PC port number, PC port number
"reset" button will be used for unexpected error to reset the embroidery progressing bar.
"Shut down" button will be used for unexpected error to shut down the machine connection individually.
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Trouble shooting

Q1 Does not indicate Monitoring Window
A1. Cable is not connected
A2. Setting error of address and/or port number
A3. PC and Embroidery machine is connected with straight cable directly without Hub.
Connect with Hub or use of crossing cable

***Ping command***
A utility to determine whether a networking hardware is connected. It works by sending a packet to the
specified address and waiting for a reply.
For example if you enter "ping-t 192.168.1.10" at command prompt,
you will have "Reply form 192.168.1.10: bytes=32 time=2ms TTL=255"
Reconfirm the A1,A2 and A3, in case of "Request timed out" is shown.
Ping will be ended by pressing Ctrl + c key.

Q2. Does not indicate Embroidery design at Monitoring Window
A1. Normally, showing embroidery design only transfer design from PC to machine by network.
In case input embroidery design from memory card and USB port, does not show design.
A2. If you changed machine IP-address, machine recognition other machine and does not indicate
embroidery design.

Q3.Log list goes red at Monitoring Window
A1.Some sort of error is occurring at embroidery machine. Move the mouse pointer on the red part and
Click of a mouse button to cancel it and display will be turned to Normal.

Q4.Want to send design but unable to find the name from the list of the
machine.
A1.IP Address and name of the Embroidery machine is not registered.
Please refer to instruction Page11[setting] and register.

Q5. There is a design that is not shown on display at Pattern selection
function.
A1.Unsupported format
This software correspond to Happy TAP, DST DSB and DSZ format.

Q6.There is a design that is not shown correctly on display at Pattern
selection function.
A1. Change display style at [Pattern selection]- [View]-[data format]. Default setting is [AUTO].

Q7.Get errors when trying to reboot the machine after stop by emergency stop
button or power switch.
A1.Cancel the error and reboot both HAPPYLAN and embroidery machine.
A2.In case of the Network use, Turn off the machine with POWER OFF of NET menu.
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GLOSSARY

TCP/IP
This is standard protocol of Network. HAPPY LAN communicates with TCP/IP

IP Address
Address for originating host or destination host used for TCP/IP
communication and is expressed as 32bit numerical value.

Subnet mask
A mask used to determine what subnet an IP address belongs to and is expressed as 32bit numerical value.
As this setting needs calculation, please refer to the example in the instruction book.

Port number
Configure the Port number at TCP/IP to use HAPPY LAN.Communication between
machine and PC will be done through the configured Port.

Host name
Host name is conjugated with IP address and you can give recognizable name in each packet which will be
name of each Embroidery machine that are connected with Network.

Hub

Hub is a device that mediates the PC and each embroidery machine.

There are 2 types of Hub in the market. Passive Hub and Switching Hub.

A passive hub serves simply as a conduit for the data, enabling it to go from one device (or segment) to
another.

A switching hub reads the destination address of each packet and then forwards the packet to the correct port.

We recommend to use a switching Hub which can avoid communication failure at the time of

network congestion.

MAC address
Short for Media Access Control address, a hardware address that uniquely
identifies each node of a network.

Ping

A utility to determine whether a networking hardware is connected. It works by sending a packet to
the specified address and waiting for a reply. For example if you enter ping-t 192.1.12 at command prompt,
you will have reply like Reply form 192.168.1.12: bytes=32 time=2ms TTL=255. If there is no reply it means
communication is not available.
Ping will be ended by pressing Ctrl key and c key.

Firewall
Security system that is set between networks. Security system restrict the

external access.

Peer-to-peer
One-on-one communication between PC and machine. Direct connection using crossover cable .
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& HaPPY

HAPPY Industrial Corporation

HEAD OFFICE 3-3515, Tachiyagawa, Yamagata-city, 990-2251, Japan
Phone: +81-23-686-2272 Fax: +81-23-686-2243

TOKYO OFFICE 2-9-5, Taito, Taito-Ku, Tokyo 110-0016, Japan
Phone: +81-3-3834-0711 Fax: +81-3-3835-8917
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